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	Reason for change:
	When the UE is accessing an SNPN providing localised services and the SNPN is associated with a time validity condition in the CH controlled prioritised list of preferred SNPN(s)/GIN(s), the UE shall keep a check on the time validity conditions. When the time validity conditions expire, the UE shall deregister from the SNPN and perform a new network selection.

	
	

	Summary of change:
	The general clause 5.30.2.4.1 for Network selection in SNPN access mode is updated to specify that UE shall deregister when time validity condition expires.

	
	

	Consequences if not approved:
	UE behaviour remains un-specified

	
	

	Clauses affected:
	5.30.2.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






[bookmark: _Toc517048051][bookmark: _Toc45003327][bookmark: _Toc83206728][bookmark: _Toc19171939][bookmark: _Toc27844230][bookmark: _Toc36134388][bookmark: _Toc45176071][bookmark: _Toc51762101][bookmark: _Toc51762586][bookmark: _Toc51763069][bookmark: _Toc75348567]* * * * Start of 1st Change * * * *
[bookmark: _Toc20150088][bookmark: _Toc27846887][bookmark: _Toc36188018][bookmark: _Toc45183923][bookmark: _Toc47342765][bookmark: _Toc51769467][bookmark: _Toc122440610]5.30.2.4	Network selection in SNPN access mode
[bookmark: _Toc122440611]5.30.2.4.1	General
An SNPN-enabled UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode the UE selects and registers with SNPNs over Uu as described in clause 5.30.2.4. Network selection in SNPN access mode for access to SNPN services via Untrusted non-3GPP access, Trusted non-3GPP access and Wireline access is specified in clause 5.30.2.12, clause 5.30.2.13 and clause 5.30.2.14 respectively. Access network selection in SNPN access mode for 5G NSWO is specified in clause 6.3.12b.
Emergency services are supported in SNPN access mode over Uu as defined in clause 5.16.4.1. Support for Emergency in SNPN access mode via Untrusted non-3GPP access is specified in clause 5.30.2.12.
If a UE is not set to operate in SNPN access mode, even if it is SNPN-enabled, the UE does not select and register with SNPNs. A UE not set to operate in SNPN access mode performs PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17]. For a UE capable of simultaneously connecting to an SNPN and a PLMN, the setting for operation in SNPN access mode is applied only to the Uu interface for connection to the SNPN. Clause D.4 provides more details.
An SNPN-enabled UE that supports access to an SNPN using credentials from a Credentials Holder and that is equipped with a PLMN subscription needs to first enter SNPN access mode to be able to select SNPNs. Once the UE has entered SNPN access mode, SNPN selection is performed as described in clause 5.30.2.4. Once an SNPN has been selected the UE attempts registration in the SNPN using the PLMN credentials.
NOTE:	Details of activation and deactivation of SNPN access mode are up to UE implementation.
When a UE is set to operate in SNPN access mode the UE does not perform normal PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17].
UEs operating in SNPN access mode read the information described in clause 5.30.2.2 from the broadcast system information and take them into account during network selection.
When the UE is operating in SNPN access mode and is registered to an SNPN providing localized services and the SNPN is associated with a time validity condition in the Credential Holder controlled prioritized list of preferred SNPN(s)/GIN(s), the UE shall deregister from the SNPN when the time validity expires. The UE may then perform a fresh network selection.
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