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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc122418077][bookmark: _Hlk125989985][bookmark: _Hlk125986825]4.3.6	UDM
The UDM contains LCS subscriber LCS privacy profile and routing information. The UDM is accessible from an AMF, GMLC or NEF via the Nudm interface.
The UDM may also contain LMF identifier(s) in UE LCS subscription data.
* * * * Next change * * * *
[bookmark: _Toc58920586][bookmark: _Toc122418078]4.3.7	Access and Mobility Management Function, AMF
The AMF contains functionality responsible for managing positioning for a target UE for all types of location request. The AMF is accessible to the GMLC and NEF via the Namf interface, to the RAN via the N2 reference point and to the UE via the N1 reference point.
Functions which may be performed by an AMF to support location services include the following.
-	Initiate an NI-LR location request for a UE with an IMS emergency call or to know a UE geographical area with NR satellite access for PLMN selection verification.
-	Receive and manage location requests from a GMLC for a 5GC-MT-LR and deferred 5GC-MT-LR for periodic, triggered and UE available location events.
-	Receive and manage location requests from a UE for a 5GC-MO-LR.
-	Receive and manage Event Exposure request for location information from an NEF.
-	Select an LMF.
-	Receive updated privacy requirements from a UE and transfer to a UDR via UDM.
-	Support cancelation of periodic or triggered location reporting for a target UE.
-	Support change of a serving LMF for periodic or triggered location reporting for a target UE.
-	When assistance data is broadcast by 5GS in ciphered form, the AMF receives ciphering keys from the LMF and forwards to suitably subscribed UEs using mobility management procedures.
-	Store UE Positioning Capability received from an LMF and send the UE Positioning Capability along with the received location request to an LMF.
NOTE:	Details of UE Positioning Capability is defined in TS 37.355 [20].
-	Support of local configuration of a mapping table of UE identifier ranges and LMF identifier(s) or querying the UDM the LMF identifier for a UE for a 5GC-MO-LR.
* * * * End of changes * * * *

