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	Reason for change:
	As the discssion in S2-2306496, it is propsed to have a complete solution to support NATed UPF in Rel-18. The Nnef_MultiMemberAFSessionWithQoS service which defined currently should be further updated to include the Port number. If the Service is further merged into the Nnef_AFSessionWithQoS service, it is proposed to merge the update in this CR into the Nnef_AFSessionWithQoS service.


	
	

	Summary of change:
	- add the Port number in the Nnef_MultiMemberAFSessionWithQoS_Creat service operation.
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	Other comments:
	It is related to the single API discussion between AIMLsys and GMEC, if the Nnef_MultiMemberAFSessionWithQoS_Creat and  Nnef_MultiMemberAFSessionWithQoS_Creat service operation are removed and merged in to the Nnef_MultiMemberAFSessionWithQoS service, the proposal in the CR will apply to the Nnef_MultiMemberAFSessionWithQoS service.
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[bookmark: _Toc20149769][bookmark: _Toc27846561][bookmark: _Toc36187686][bookmark: _Toc45183590][bookmark: _Toc47342432][bookmark: _Toc51769132][bookmark: _Toc59095482][bookmark: _Toc19106276][bookmark: _Toc27823089][bookmark: _Toc36126560]>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc131528699]5.2.6.31.2	Nnef_MultiMemberAFSessionWithQoS_Create service operation
Service operation name: Nnef_MultiMemberAFSessionWithQoS Create
Description: The consumer requests the network to allocate QoS dedicated resources for a specific group of AF sessions and potentially to perform QoS monitoring (e.g. delay, jitter, bit rate or Consolidated-MBR).
Inputs, Required: AF Identifier, a list of UE addresses (i.e. IP addresses), Flow description information as described in clause 6.1.3.6 of TS 23.503 [20] or External Application Identifier, QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20].
Inputs, Optional: Port number(s) corresponding to the UE IP address(es), Time Period, Traffic Volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Consolidated-MBR Threshold, a list of UE addresses subjected to Consolidated-MBR monitoring, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], DNN if available, S-NSSAI if available.
NOTE 1:	If Consolidated-MBR Threshold is provided, the QoS parameter(s) to be measured indicates the Guaranteed Bitrate shall be provided.
NOTE 2:	When the Multi-member AF request is for Consolidated-MBR monitoring is set for event reporting, the QoS Flow data rate reporting for the group of UEs provided to the AF by the NEF only when the Consolidated-MBR threshold is exceeded. NOTE-3: When the Consolidated-MBR threshold is provided, it applies to the list of UE addresses by default. However, if the list of UE addresses subjected for Consolidated-MBR monitoring is also provided, then such list has to be the subset of the list of UE addresses.
Outputs, Required: Transaction Reference ID, result for the success or failure of the request corresponding to individual UE(s) in the list.
Output (optional): None.

>>>> NEXT CHANGES<<<<
[bookmark: _Toc131528702]5.2.6.31.5	Nnef_MultiMemberAFSessionWithQoS_Update service operation
Service operation name: Nnef_MultiMemberAFSessionWithQoS_Update
Description: The consumer requests the network to update list of UEs (identified by IP addresses) of the list of AF sessions, the Service Requirement(s) and/or additional Alternative Service Requirement(s) for a list of AF sessions and/or the type of QoS monitoring operation.
Inputs, Required: Transaction Reference ID. AF Identifier, a list of UE addresses (i.e. IP addresses), Flow description information as described in clause 6.1.3.6 of TS 23.503 [20] or External Application Identifier.
Inputs, Optional: Port number(s) corresponding to the UE IP address(es), QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20], time period, traffic volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Consolidated-MBR Threshold, a list of UE addresses subjected to Consolidate-MBR monitoring, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], flow direction.
NOTE 1:	If Consolidated-MBR Threshold is provided, the QoS parameter(s) to be measured indicates the Guaranteed Bitrate shall be provided.
NOTE 2:	When the AF request is for Consolidated-MBR monitoring is set for event reporting, the QoS Flow data rate reporting for the group of UEs provided to the AF by the NEF only when the Group-MBR threshold is exceeded.
NOTE 3:	When the Consolidated-MBR threshold is provided, it applies to the list of UE addresses by default. However, if the list of UE addresses subjected for Consolidated-MBR monitoring is also provided, then such list has to be the subset of the list of UE addresses.
NOTE 4:	If AF wants to terminate the Consolidated-MBR monitoring, AF does not include the Consolidate-MBR threshold in the AF request.
Outputs, Required: Transaction Reference ID, result for the success or failure of the operation execution result.
Output (optional): None.
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