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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc138254876]6.3.2.4.4	Candidate 5G ProSe UE-to-UE Relay Discovery
This procedure depicted in Figure Figure 6.3.2.4.4-1 is for candidate 5G ProSe UE-to-UE Relay Discovery to support the negotiated Relay reselection as described in clause 6.7.4 when the discoverer End UE discovers a candidate 5G ProSe UE-to-UE Relay by reusing Tthe procedure for 5G ProSe UE-to-UE Relay Discovery with Model B (see clause 6.3.2.4.3) is used with the following differences:


Figure 6.3.2.4.4-1 Candidate 5G ProSe UE-to-UE Relay Discovery
-	Step 1: In the 5G ProSe UE-to-UE Relay Discovery Solicitation message the RSC is not included and the User Info ID of the discoveree 5G ProSe End UE is replaced with the User Info ID of a candidate 5G ProSe UE-to-UE Relay. If the 5G ProSe End UE receives the Layer-2 ID of the candidate 5G ProSe UE-to-UE Relay in a Link Modification Request message, it may set the Layer-2 ID of the candidate 5G ProSe UE-to-UE Relay as the Destination Layer-2 ID.
-	Step 2 and step 3 are skipped because RSC is absent in the received 5G ProSe UE-to-UE Relay Discovery Solicitation message.
-	Step 4: If a 5G ProSe UE-to-UE Relay matches the User Info ID of a candidate 5G ProSe UE-to-UE Relay received in the 5G ProSe UE-to-UE Relay Discovery Solicitation then it sends the 5G ProSe UE-to-UE Relay Discovery Response and does not include the User Info ID of the discoveree 5G ProSe End UE.

* * * * End of changes * * * *
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