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[bookmark: _Toc462478989]1	Discussion
It is specified in TS22.261 that 
The 5G system shall be able to support mobile base station relays using 3GPP satellite NG-RAN (NR satellite access)
In Rel-18 the mobile base station relays apply the IAB architecture specified in Rel-17 in Rel17,18 IAB is not applicable to NR satellite access in TS23.501. 
And it is also assumed that Rel-19 VMR Ph2 consider the wireless backhauling covers TN and NTN. It should be studied how 5GS support mobile base station relays using 3GPP satellite NG-RAN or not in Rel-19.
2	Proposal
It is proposed to adopt the following changes into TR23.700-29.

[bookmark: _Toc510607461]		* * * * Start of Change * * * *
5	Key Issues
5.x	Key Issue #X: IAB/MBSR applicability to NR satellite access
5.x.1	Description
It is specified in TS22.261 that the 5G system shall be able to support mobile base station relays using 3GPP satellite NG-RAN (NR satellite access). But in Rel18 IAB/MBSR is not applicable to NR satellite access in TS23.501.
This key issue investigates the mobile base station relays using 3GPP satellite NG-RAN
The following aspects shall be studied:
· Investigate the architecture how to support mobile base station relays using 3GPP satellite NG-RAN
· Investigate the functionality needed to support IAB/MBSR in NR satellite access
Note:  Coordination with the other Rel-19 WIs (e.g. VMR Ph2) is needed 
Note:  Coordination between RAN is needed due to the dependency with RAN. 
* * * * End of Changes * * * *
