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1	Overall description
SA2 thanks CT1 WG for their LS (C1-236446) on PIN ID format. 
SA2 has specified the support of Identifiers for PIN in TS23.501 clause 5.44.4, including the following aspects that are relavant for the PIN ID format:
· A PIN ID is unique in a PLMN; 
· Based on USRP guidance from the AF for PIN, aA PIN ID is only used by the 5GS in the traffic descriptor of URSP rules at the UE for routing traffic of specific PIN towards a dedicated (DNN, S-NSSAI) combination.
As such, SA2 agrees the following principles for the a PIN ID:
· The PIN ID is represented as a specific string in an operator’s network which is contained as a component of traffic descriptor with variable size and variable value in the URSP rule. based on service level agreement between the AF for PIN and the operator
· The PIN ID is assigned uniquely for a PLMN based on operator’s policy or service level agreement between the AF for PIN and the operator.
The format does not need to be standardized. 
2	Actions
To CT1/CT3/CT4/SA6: 
ACTION: 	SA2 kindly asks CT1/CT4/CT3 WGs to take the above response into account.
3	Dates of next TSG-SA WG2 meetings

3GPP TSG SA2#160			13 – 17 November 2023, Chicago, USA
3GPP TSG SA2#160adhoc			0x 22 – 1y 26 January 2024, Elbonia



