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1. Overall Description:
SA2 would like to thank CT1 on LS on 5G ProSe UE-to-UE relay discovery with security aspects (S2-2311951/C1-237897).
SA2 has discussed the questions and would like to provide the answers as followings.
· As specified in TS 33.503 clause 6.1.3.3.3.2, for 5G ProSe UE-to-UE Relay Discovery with Model B, the User Info IDs of the discoverer 5G ProSe End UE and discoveree 5G ProSe End UE are included in a protected direct discovery set and sent between the discoverer 5G ProSe End UE and the discoveree 5G ProSe End UE via the 5G ProSe UE-to-UE Relay UE.
Question: How does the 5G ProSe UE-to-UE Relay UE send the UE-to-UE Relay Discovery Response message from the discoveree 5G ProSe End UE to the corresponding discoverer 5G ProSe End UE, considering 1) the User Info IDs of the discoverer 5G ProSe End UE and discoveree 5G ProSe End UE in the protected direct discovery set are transparent to the 5G ProSe UE-to-UE Relay UE and 2) the 5G ProSe UE-to-UE Relay UE may serve more than one discoverer 5G ProSe End UE simultaneously?
SA2 answer to Question: SA2 has discussed this issue, proposed the various solutions, such as including  an indication/parameter other than the User Info IDs of the discoverer 5G ProSe End UE and discoveree 5G ProSe End UE or using the unique Layer-2 ID of 5G ProSe UE-to-UE Relay, and decided to choose one of them to solve the issue (see the attached CRs).
SA2 also found the similar issue in Layer-2 link establishment for PC5 communication via 5G ProSe Lyaer-3 UE-to-UE Relay specified in TS 23.304 clause 6.7.1.1.
With the chosen solution, the raised issues in both procedures will be solved. 

2. Actions:
To CT1 group.
ACTION: 	SA2 kindly asks CT1 to take the above answers into account and develop the corresponding stage 3 specifications.

3. Date of Next SA2 Meetings:
TSG-SA2 Meeting #161		26 February – 1 March 2024	Athens, Greece
TSG-SA2 Meeting #162	15-19 April 2024 	China
