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* * * * Start of 1st Change * * * *
[bookmark: _Toc153799220]5.40.1	General
Subject to operator policy and national/regional regulations, 5GS provides Disaster Roaming service (e.g. voice call and data service) for the UEs from PLMN(s) with Disaster Condition. The UE shall attempt Disaster Roaming only if:
-	there is no available PLMN which is allowable (see TS 23.122 [17]);
-	the UE is not in RM-REGISTERED and CM-CONNECTED state over non-3GPP access connected to 5GCN;
-	the UE cannot get service over non-3GPP access through ePDG;
-	the UE supports Disaster Roaming service;
-	the UE has been configured by the HPLMN with an indication of whether Disaster roaming is enabled in the UE set to "disaster roaming is enabled in the UE" as specified in clause 5.40.2; and
-	a PLMN without Disaster Condition is able to accept Disaster Inbound Roamers from the PLMN with Disaster Condition.
In this Release of the specification, the Disaster Condition only applies tois not limited to the failure of NG-RAN nodes, as long as the PLMN with Disaster Condition is able to authenticate its subscribers, which means the rest of the network functions except one or more NG-RAN nodes of the PLMN with Disaster Condition can be assumed to be operational.

* * * * Start of 2nd Change * * * *
[bookmark: _Toc153799222]5.40.3	Disaster Condition Notification and Determination
The NG-RAN in the PLMN that provides Disaster Roaming service, broadcasts an indication of accessibility for Disaster Roaming service, and optionally, a 'list of one or more PLMN(s) with Disaster Condition for which Disaster Roaming service is offered by the available PLMN' in the impacted area as described in TS 38.304 [50] and TS 38.331 [28].
A UE determines the Disaster Condition based on the information broadcasted from the NG-RAN providing Disaster Roaming service, and performs the network selection and the access control for the Disaster Roaming as described in TS 23.122 [17] and TS 24.501 [47].
In the case of core network failure, the shared NG-RAN of the PLMN with Disaster Condition broadcasts the Disaster Condition. A UE determines the Disaster Condition based on the information broadcasted from the shared NG-RAN of the PLMN with Disaster Condition, deregisters from the PLMN with Disaster Condition and performs the network selection and the access control for the Disaster Roaming as described in TS 23.122 [17] and TS 24.501 [47].
NOTE 1:	How a PLMN is notified that another PLMN is a PLMN with Disaster Condition and how a PLMN is notified of the area where the associated Disaster Condition applies is managed by the government agencies or the authorities, and is out of scope of 3GPP.
NOTE 2:	The broadcast for Disaster Roaming service from the NG-RAN occurs only during the Disaster Condition.
NOTE 3:	The NG-RAN shared by the PLMN with Disaster Condition and the PLMN providing Disaster Roaming service can broadcast the Disaster Condition with the PLMN ID used for the PLMN with Disaster Condition, and broadcast an indication of accessibility for Disaster Roaming service with the PLMN ID used for the PLMN providing Disaster Roaming service. 
* * * * End of Change * * * *
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