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Abstract of the contribution: This contribution proposed a solution to support subscription enhancement for NG-RAN node PDU session Energy consumption related information report.

1.	Discussion
This contribution proposed a solution to address the KI#2 to support the subscription enhancement for QoS flow or PDU session level Energy consumption related information report.
2.	Text proposal
It is proposed to agree the following changes to solve KI#2 in TR 23.700-66.
[bookmark: _Hlk67396857]>>>>BEGINNING OF CHANGES (new solution)<<<<
[bookmark: _Toc500949097][bookmark: _Toc92875660][bookmark: _Toc93070684][bookmark: _Toc148441676][bookmark: _Toc151529369][bookmark: _Toc151529479]6.x	Solution #X: Subscription enhancement to support PDU session energy consumption information report
[bookmark: _Toc500949098][bookmark: _Toc92875661][bookmark: _Toc93070685][bookmark: _Toc148441677][bookmark: _Toc151529370][bookmark: _Toc151529480]6.x.1	Key Issue mapping
[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686]This is a solution for key issue #2.
[bookmark: _Toc148441678][bookmark: _Toc151529371][bookmark: _Toc151529481]6.x.2	Functional Description
[bookmark: _Toc500949101][bookmark: _Toc92875663][bookmark: _Toc93070687]The NG-RAN energy consumption info configuration is stored as SM related subscription information for specific PDU session in UDM. The NG-RAN energy consumption info configuration includes the following:
· Per PDU session and/or QoS flow level NG-RAN Energy consumption info,
· NG-RAN Energy consumption info, e.g., PDU session level NG-RAN Energy Consumption, QoS flow level NG-RAN Energy Consumption.
· Report time period,
· Periodic reporting,
· Event trigger, etc.

[bookmark: _Toc148441679][bookmark: _Toc151529372][bookmark: _Toc151529482]6.x.3	Procedures
[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688]During PDU session establishment procedure, SMF requests the SM related UE subscription data from UDM, the NG-RAN Energy consumption info configuration is stores as PDU session level SM subscription data sent from UDM to SMF.
SMF may activate the NG-RAN Energy consumption info report procedure for specific PDU session or QoS flow by taking into account the NG-RAN Energy consumption info configuration received from UDM.
[bookmark: _Toc148441680][bookmark: _Toc151529373][bookmark: _Toc151529483]6.x.4	Impacts on existing services, entities and interfaces
UDM:
· The NG-RAN Energy consumption info configuration is stored in UDM as SM subscription data for specific PDU session.

>>>>END OF CHANGES<<<<
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