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[bookmark: _Hlk163924737]1	Overall description
SA2 thanks SA3 and SA3-LI for the Liaisons (S2-2405870, S2-2405871, S2-2405886).
SA2 would like to inform SA3 and SA3-LI that the conclusions of FS_5GSAT_Ph3_ARCH for support of Store and Forward and UE-Satellite-UE communication are captured in the TR 23.700-29 Clause 8.2 and 8.3 respectively.

2	Actions
To SA3:
ACTION: 	SA2 kindly asks SA3 to take the TR 23.700-29 Clause 8.2 and Clause 8.3 into account and provide feedback, if any.

To SA3-LI:
ACTION:   SA2 kindly asks SA3-LI to consider the following questions:
Question 1: considering the most generic option whereby the UPF and AGW allocated to the target UE may change during the course of the call, is this architecture meeting the LI requirements? If not, is it feasible to enhance the specifications to support LI?
Question 2: Is it feasible to support LI for Voice over 5GS if the AGW is not in the media path? (i.e. tapping the media flows directly in the UPF, same as N9 HR tracing). SA2 is also considering the option of inserting the AGW on the ground in the media path when lawful interception must start. If this functionality is not yet supported, is there any plan to enhance the specifications to do so?
3	Dates of next TSG SA WG 2 meetings
3GPP TSG SA2#164                19th August-  23th August, 2024        Maastricht, NL
3GPP TSG SA2#165	           14th October- 18th October,2024       Hyderabad, IN
