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[bookmark: _Toc517082226]* * * * First change (All Text New) * * * *
[bookmark: _Toc162419324]5.X	Support for Mobile gNB with Wireless Access Backhauling (MWAB)
5.X.Y1		Configuration of the MWAB
[bookmark: _Toc170194410]5.X.Y1.1		Configuration of the MWAB-UE
When receiving the request from MWAB-gNB, the MWAB-UE manages the PDU session(s) for the MWAB operation based on the configuration by the HPLMN of MWAB-UE. The configuration of the MWAB-UE can be Local Configuration, or provisioned using existing URSP rules (e.g., the proper DNN, S-NSSAI, and the SSC Mode). 
5.X.Y1.2		Configuration of the MWAB-gNB
The MWAB-gNB's configurations (e.g., Cell ID/TAC, AMF address) are managed by OAM of the PLMN it serves. Based on location information of MWAB-gNB, the OAM server provides configuration parameters to the MWAB-gNB via the PDU Session of the MWAB-UE. The configuration pramaters include Cell ID, TAC, gNB ID, AMF address and optionally the associated geographical information. 
The MWAB-gNB uses the Cell ID and TAC in the SIB message based on its location information and received MWAB configuration parameters. And MWAB-gNB may further manage the N2 connection with the AMFs it is configured with.
Editor's Note:	Details of the configuration information needs the coordination with SA5 and RAN3. 
* * * * End of changes * * * *

