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Agenda item:
2

	1
	Opening of the meeting   

	2
	Approval of the agenda

	2.1
	IPR Call Reminder

	3
	Incoming Liaison Statements

	4 - 7
	Intentionally left blank to align the S2#55 and SAE Adhoc Agenda item numbering

	8
	SAE

	8.1
	MME and UPE separation/collocation –SA2#55
a) Functional allocation between MME and UPE

b) Information flows 

c) Decision on open interface between MME and UPE or not (if time allows, not critical for LTE progress)



	8.2
	Overall architecture - SA2#55 and Adhoc
a) Anchors 

b) Functional allocation

c) Non-roaming Architecture

d) Roaming Architecture

e) PCRF roaming interfaces
f) 3GPP non-3GPP interworking/mobility aspect.


	8.3
	Feedback to SA3 on their LS on UMTS AKA vs EAP AKA – SA2#55


	8.4
	QoS (v in SAE WP) – SA2#55
a) Progress the “Label Approach” for Roaming and Multivendor scenarios including mobility to/from pre SAE systems

b) Describe the support for unknown and “bit-pipe” services


	8.5
	PCEF location for 3GPP and non-3GPP mobility – SA2#55 or Adhoc


	8.6
	local breakout and route optimisation – Adhoc


	8.7
	"Signalling free" idle mode details that impact RAN groups (d1 in SAE WP) – Adhoc 


	8.8
	Single Radio Call Continuity (b4 in SAE WP) – Adhoc


	8.9
	General - SA2#55 and Adhoc

	9
	SAE Project Planning and Management

	10
	AOB and Postponed Issues

	11
	Close of the Meeting                                                                           


