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*** 1st change ***
A.1.3.3
Policy and charging control rule

A.1.3.3.1
General

Editor's note:
For GPRS an operator may optionally define predefined PCC rules that operate on MBMS bearer contexts, see TS 23.246 [6]. Such PCC rules are not applicable to any PDP contexts. Pre-defined charging rules for MBMS Bearer contexts are not available for reference from a PCRF and hence they cannot be dynamically activated over the Gx reference point. For MBMS a GGSN may collect charging data records on a per MBMS bearer context basis. The report may, depending on the configuration of the charging rule, include volume- and/or time-usage for a certain MBMS service. The purpose of the reporting may be to form a basis for settlement with a 3rd party content provider. Since multiple users share an MBMS bearer context it is not possible to derive any per user information for such bearers.

Table A.1.3.3 lists the information, specific for GPRS, contained in a PCC rule, including the information name, the description and whether the PCRF may modify this information in a dynamic PCC rule which is active in the PCEF. The Category field indicates if a certain piece of information is mandatory or not for the construction of a PCC rule, i.e. if it is possible to construct a PCC rule without it.

Table A.1.3.3 specific GPRS PCC rule information

	Information name
	Description
	Category
	PCRF permitted to modify for a dynamic PCC rule in the PCEF

	ARP


	Allocation/Retention Priority 
	Optional
	no


The ARP indicates the Allocation/Retention Priority for the service data flow. The primary purpose of ARP is to decide whether a bearer establish / modify request can be accepted or rejected by the RAN in case of resource (typically available radio capacity) limitation. The ARP may also be used by the PCEF to decide what PCC rules shall be accepted and remain active in case of congestion. The PCRF may assign an ARP value to a PCC rule according to the operator’s policy. Parameters such as the pre-emption priority may be taken into account.  
The ARP parameter in a PCC rule is optional and should override the default ARP value for the IP-CAN session. The default ARP value may be locally configured at the PCEF or derived from the parameters received in the primary PDP context activation procedure.

A.1.3.3.2

Policy and charging control rule operations

The PCRF associates, at activation, a PCC rule with a PDP context at the PCEF.
*** End of changes ***
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