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5.3.1.2.2
Domain Selection Function (DSF)

The Domain Selection Function provides selection of domain to be used for delivery of a VCC UE's incoming call, as specified by operator policy or user preferences. Operator policy shall have precedence to user preferences. The DSF performs the following functions:

-
Determination of IMS registration status to aid in domain selection.

-
Determination of CS registration status to aid in domain selection.

-
Communication with the DTF to retrieve current domain used for VCC UE active calls to use it in domain selection for incoming calls.

-
Determination of the CSRN.

NOTE 1:
It is an implementation option as to how the DSF determines the CSRN. The DSF may collaborate with the CSAF for determination of the CSRN.
NOTE 2: The location where the Domain Selection operator policy and user preferences are stored is not specified in this document.
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5.3.2
VCC UE

The VCC UE is a VCC capable User Equipment with an active VCC subscription. It is capable of operating voice over IMS. The VCC UE performs the following functions: -

-
Storage of domains selection policies for originating calls and domain transfer restrictions.

-
Selection of domain for originating calls based on domain selection policies.

-
Initiation of domain transfer procedures.

-
Communicates the user preferences in order to indicate which domain is preferred for terminating calls.
-
Applies the received VCC operator policy prior to process VCC call request (e.g. Call origination, Domain Transfer request).
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5.4.6
VCC Application – VCC UE reference point (V3)

V3 is a reference point between VCC UE and the VCC Application.

This reference point may be realized by using Ut interface as described in TS 23.002 [11]. 
	Next Modified Section


6.8.1
User preferences and operator policy

User preferences shall be taken into account by the domain selection function when deciding over which domain an incoming voice call shall be routed to the VCC UE. User preferences may be transmitted over the V3 reference point, and indicate which domain is preferred for routing terminating calls when the VCC UE is registered on both accesses.

Operator policy is provisioned in the network by the operator, and should be communicated to the VCC UE during initial provisioning or via OMA Device Management [xx]. Operator policy should be communicated to the VCC UE, via OMA Device Management, whenever the policy is updated by the operator. It shall indicate which network is preferred for originating calls performed by the VCC UE, and whether domain transfer is restricted to a single direction (i.e. IMS to CS or CS to IMS). The UE shall take this information in account when deciding which access to use for outgoing calls or before considering initiating domain transfer.
	End of modifications
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