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*** START OF FIRST MODIFICATION ***


B.10 Contents of communication (HI3 EPS) 
ULIC-header ::= SEQUENCE 
{ 
hi3DomainId [0] OBJECT IDENTIFIER, -- 3GPP HI3 Domain 
version [1] Version OPTIONAL, 
lIID [2] LawfulInterceptionIdentifier OPTIONAL, 
correlation-Number [3] EPSCorrelationNumber, 
timeStamp [4] TimeStamp OPTIONAL, 
sequence-number [5] INTEGER (0..65535), 
t-PDU-direction [6] TPDU-direction, 
..., 
national-HI3-ASN1parameters [7] National-HI3-ASN1parameters OPTIONAL, 
-- encoded per national requirements 
ice-type [8] ICE-type OPTIONAL 
-- The ICE-type indicates the applicable Intercepting Control Element(see ref [19]) in which 
-- the T-PDU is intercepted. 
} 
Version ::= ENUMERATED 
{ 
version1(1), 
..., 
version3(3) , 
-- versions 4-7 were omitted to align with UmtsHI2Operations. 
lastVersion(8) 
-- Mandatory parameter "version" (tag 1) was always redundant in 33.108, because 
-- the object identifier "hi3DomainId" was introduced into "ULIC-headerV in the initial 
-- version of 33.108v5.0.0 In order to keep backward compatibility, even when the 
-- version of the "hi3DomainId" parameter will be incremented it is recommended to 
-- always send to LEMF the same: enumeration value "lastVersion(8)". 
} 
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