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	*** START OF FIRST MODIFICATION ***
10.5.1	Events and information
10.5.1.1	REPORT record information
[bookmark: __RefHeading___Toc501717546]Table 10.5.1.1.17: HSS subscriber record change REPORT Record
	Parameter
	MOC
	Description/Conditions

	new observed MSISDN or A-MSISDN
	C
	Provide at least one and others when available.

	new observed IMSI
	
	

	New observed IMEI
	
	

	observed MSISDN or A-MSISDN
	C
	Provide at least one and others when available.

	observed IMSI
	
	

	observed IMEI
	
	

	event type
	C
	Provide HSS subscriber record change event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Network identifier of the HSS reporting the event (Network element identifier included).

	lawful intercept identifier
	M
	Shall be provided.

	carrier Specific Data
	C
	Provide to raw data of this specific update.


*** END OF FIRST MODIFICATION ***

*** START OF SECOND MODIFICATION ***

B.9	Intercept related information (HI2 SAE/EPS and IMS)
Declaration of ROSE operation eps-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data EpsIRIsContent must be considered.
ASN1 description of IRI (HI2 interface)
EpsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2eps(8) r14(14) version-1 (1)}
Change-Of-Target-Identity ::= SEQUENCE
{
	new-MSISDN								[1] PartyInformation OPTIONAL,
	-- new MSISDN of the target, encoded in the same format as the AddressString
	-- parameters defined in MAP format document TS 29.002 [4]
	new-A-MSISDN				[2] PartyInformation OPTIONAL,
	-- new A- MSISDN of the target, encoded in the same format as the AddressString
	-- parameters defined in MAP format document TS 23.003 [25]TS 29.002 [4]
	old-MSISDN				[3] PartyInformation OPTIONAL,
	-- new old MSISDN of the target, encoded in the same format as the AddressString
	-- parameters defined in MAP format document TS 29.002 [4]
	old-A-MSISDN				[4] PartyInformation OPTIONAL,
	-- new old A- MSISDN of the target, encoded in the same format as the AddressString
	-- parameters defined in MAP format document TS 29.002 [4] TS 23.003 [25]
	new-IMSI 								[5] PartyInformation OPTIONAL,
			-- See MAP format [4] International Mobile
		-- Station Identity E.212 number beginning with Mobile Country Code
	old-IMSI 								[6] PartyInformation OPTIONAL,
			-- See MAP format [4] International Mobile
		-- Station Identity E.212 number beginning with Mobile Country Code
	new-IMEI 								[7] PartyInformation OPTIONAL,
			-- See MAP format [4] International Mobile
		-- Equipement Identity defined in MAP format document TS 29.002 [4]
	old-IMEI 								[8] PartyInformation OPTIONAL,
			-- See MAP format [4] International Mobile
		-- Equipement Identity defined in MAP format document TS 29.002 [4]

...,
    new-IMPI                            [9] PartyInformation OPTIONAL,
    old-IMPI                            [10] PartyInformation OPTIONAL
}


*** END OF SECOND MODIFICATION ***
*** END  OF ALL MODIFICATIONS ***


