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**** START OF FIRST CHANGE (MAIN DOCUMENT) ****
[bookmark: _Toc145089195]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System".
[3]	3GPP TS 33.126: "Lawful Interception Requirements".
[4]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[5]	3GPP TS 33.127: "Lawful Interception (LI) Architecture and Functions".
[6]	ETSI TS 103 120: "Lawful Interception (LI); Interface for warrant information".
[7]	ETSI TS 103 221-1: "Lawful Interception (LI); Internal Network Interfaces; Part 1: X1".
[8]	ETSI TS 103 221-2: "Lawful Interception (LI); Internal Network Interfaces; Part 2: X2/X3".
 [9]	ETSI TS 102 232-1: "Lawful Interception (LI); Handover Interface and Service-Specific Details (SSD) for IP delivery; Part 1: Handover specification for IP delivery".
[10]	ETSI TS 102 232-7: "Lawful Interception (LI); Handover Interface and Service-Specific Details (SSD) for IP delivery; Part 7: Service-specific details for Mobile Services".
[11]	3GPP TS 33.501: "Security Architecture and Procedures for the 5G System".
[12]	3GPP TS 33.108: "3G security; Handover interface for Lawful Interception (LI)".
[13]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS)".
[14]	3GPP TS 24.007: "Mobile radio interface signalling layer 3; General Aspects".
[15]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane nodes".
[16]	3GPP TS 29.502: "5G System; Session Management Services; Stage 3".
[17]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[18]	3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".
[19]	3GPP TS 23.003: "Numbering, addressing and identification ".
[20]	OMA-TS-MLP-V3_5-20181211-C: "Open Mobile Alliance; Mobile Location Protocol, Candidate Version 3.5", https://www.openmobilealliance.org/release/MLS/V1_4-20181211-C/OMA-TS-MLP-V3_5-20181211-C.pdf.
[21]	3GPP TS 29.540: "5G System; SMS Services; Stage 3".
[22]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[23]	3GPP TS 38.413: "NG Application Protocol (NGAP)".
[24]	3GPP TS 29.572: "Location Management Services; Stage 3".
[25]	3GPP TS 29.503: "5G System; Unified Data Management Services".
[26]	IETF RFC 815: "IP datagram reassembly algorithms".
[27]	IETF RFC 2460: "Internet Protocol, Version 6 (IPv6) Specification".
[28]	IETF RFC 793: "Transmission Control Protocol".
[29]	IETF RFC 768: "User Datagram Protocol".
[30]	IETF RFC 4340: "Datagram Congestion Control Protocol (DCCP)".
[31]	IETF RFC 4960: "Stream Control Transmission Protocol".
[32]	IANA (www.iana.org): Assigned Internet Protocol Numbers, "Protocol Numbers".
[33]	IETF RFC 6437: "IPv6 Flow Label Specification".
[34]	IETF RFC 791: "Internet Protocol".
[35]	Open Geospatial Consortium OGC 05-010: "URNs of definitions in ogc namespace".
[36]	3GPP TS 33.107: "3G security; Lawful interception architecture and functions".
[37]	3GPP TS 37.340: "Evolved Universal Radio Access (E-UTRA) and NR-Multi-connectivity; Stage 2".
[38]	3GPP TS 36.413: "S1 Application Protocol (S1AP)".
[39]	OMA-TS-MMS_ENC-V1_3-20110913-A: "Multimedia Messaging Service Encapsulation Protocol".
[40]	3GPP TS 23.140: "Multimedia Messaging Protocol. Functional Description. Stage 2".
[41]	3GPP TS 38.415: "NG-RAN; PDU Session User Plane Protocol".
[42]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[43]	IETF RFC 4566: "SDP: Session Description Protocol".
[44]	3GPP TS 24.193: "Stage 3: Access Traffic Steering, Switching and Splitting (ATSSS)".
[45]	3GPP TS 29.509: "5G System; Authentication Server Services; Stage 3".
[46]	3GPP TS 24.011: "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".
[47]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[48]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[49]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository services for Subscription Data; Stage 3".
[50]	3GPP TS 23.401 "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[51]	3GPP TS 24.301 "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS), Stage 3".
[52]	3GPP TS 23.271 "Functional stage 2 description of Location Services (LCS)".
[53]	3GPP TS 29.172 "Evolved Packet Core (EPC) LCS Protocol (ELP) between the Gateway Mobile Location Centre (GMLC) and the Mobile Management Entity (MME); SLg interface".
[54]	3GPP TS 29.171 "LCS Application Protocol (LCS-AP) between the Mobile Management Entity (MME) and Evolved Serving Mobile Location Centre (E-SMLC); SLs interface".
[55]	3GPP TS 24.379: "Mission Critical Push to Talk (MCPTT) call control; protocol specification".
[56]	OMA-TS-PoC-System_Description-V2_1-20110802-A: "OMA PoC System Description".
[57]	3GPP TS 29.541: "5G System; Network Exposure (NE) function services for Non-IP Data Delivery (NIDD); Stage 3".
[58]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[59]	3GPP TS 29.338: "Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs); Stage 3".
[60]	3GPP TS 29.337: "Diameter-based T4 interface for communications with packet data networks and applications".
[61]	3GPP TS 24.250: "Protocol for Reliable Data Service; Stage 3".
[62]	3GPP TS 29.128: "Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) interfaces for interworking with packet data networks and applications".
[63]	3GPP TS 29.122: "T8 reference point for Northbound APIs".
[64]	3GPP TS 29.598: "5G System; Unstructured Data Storage Services; Stage3".
[65]	3GPP TS 33.535: "Authentication and Key Management for Applications (AKMA) based on 3GPP credentials in the 5G System (5GS)".
[66]	IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[67]	GSMA IR.88: "IR.88 LTE and EPC Roaming Guidelines".
[68]	GSMA NG.114 "IMS Profile for Voice, Video and Messaging over 5GS".
[69]	IETF RFC 8225: "PASSporT: Personal Assertion Token".
[70]	IETF RFC 8224: "Authenticated Identity Management in the Session Initiation Protocol (SIP)".
[71]	IETF RFC 8588: "Personal Assertion Token (PaSSporT) Extension for Signature-based Handling of Asserted information using toKENs (SHAKEN)".
[72]	3GPP TS 24.196: "Enhanced Calling Name (eCNAM)".
[73]	IETF draft-ietf-stir-passport-rcd-17: "PASSporT Extension for Rich Call Data".
NOTE:	The above document cannot be formally referenced until it is published as an RFC.
[74]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP)and Session Description Protocol (SDP); Stage 3".
[75]	IANA Session Initiation Protocol (SIP) Parameters: https://www.iana.org/assignments/sip-parameters/sip-parameters.xhtml
[76]	IETF RFC 8946: "Personal Assertion Token (PASSporT) Extension for Diverted Calls".
[77]	3GPP TS 23.204: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2".
[78]	GSMA RCC.07: "Rich Communication Suite – Advanced Communications Services and Client Specification".
[79]	IETF RFC 4975: "The Message Session Relay Protocol (MSRP)".
[80]	IETF RFC 3862: "Common Presence and Instant Messaging (CPIM): Message Format".
[81]	IETF RFC 5438: "Instant Message Disposition Notification (IMDN)".
[82]	OMA-TS-CPM_System_Description-V2_2-20170926-C: "OMA Converged IP Messaging System Description".
[83]	Void.
[84]	3GPP TS 36.455: "Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa) ".
[85]	3GPP TS 37.355: "LTE Positioning Protocol (LPP)".
[86]	3GPP TS 38.455: "NG-RAN; NR Positioning Protocol A (NRPPa)".
[87]	3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".
[88]	3GPP TS 29.513: "5G System; Policy and Charging Control signalling flows and QoS parameter mapping".
[89]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[90]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[bookmark: _Hlk101978226][91]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[92]	3GPP TS 29.214: "Policy and Charging Control over Rx reference point".
[93]	3GPP TS 24.558: "Enabling Edge Applications; Protocol specification".
[94]	3GPP TS 29.558: "Enabling Edge Applications; Application Programming Interface (API) specification".
[95]	3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[96]	3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[97]	ETSI TS 103 280: "Lawful Interception (LI); Dictionary for common parameters".
[98]	3GPP TS 26.512: "5G Media Streaming (5GMS); Protocols".
[99]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".
[bookmark: _Hlk120541026][100]	3GPP TS 29.563: "5G System; Home Subscriber Server (HSS) services for interworking with Unified Data Management (UDM); Stage 3".
[101]	3GPP TS 29.562: "5G System; Home Subscriber Server (HSS) Services; Stage 3".
[102]	3GPP TS 24.341 "Support of SMS over IP networks, Stage 3".
[103]	3GPP TS 38.473 "NG-RAN;F1 application protocol (F1AP)".
[104]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[105]	ITU-T Recommendation Q.763 (1999): "Specifications of Signalling System No.7; Formats and codes".
[106]	3GPP TS 29.272: "Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol".
[107]	IETF RFC 6442: "Location Conveyance for the Session Initiation Protocol".
[108]	Void.
[109]	OMA-TS-CPM_Conv_Function: "OMA CPM Conversation Functions".
[110]	IETF RFC 2045: "Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies".
[111]	3GPP TS 32.299: " Telecommunication management; Charging management; Diameter charging applications".
[112]	3GPP TS 32.423: "Telecommunication management; Subscriber and equipment trace; Trace data definition and management".
[113]	3GPP TS 38.414: "NG-RAN; NG data transport".
[114]	IETF RFC 2045: "Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies".
[115]	IETF RFC 5322: "Internet Message Format".
[116]	IETF RFC 4975: "The Message Session Relay Protocol (MSRP)".
[117]	IETF RFC 6901: "JavaScript Object Notation (JSON) Pointer".
[118]	IETF RFC 3261: "SIP: Session Initiation Protocol".
[119]	W3C Recommendation: "XML Path Language (XPath)".
[120]	IETF RFC 2046: "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types".
[121]	3GPP TR 33.928: "ADMF Logic for Provisioning Lawful Interception (LI) ".
[122]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System".
[123]	3GPP TS 23.038: "Alphabets and language-specific information".
[Re1]	ITU-T Recommendation X.680 (2021): "Information technology—Abstract Syntax Notation One (ASN.1): Specification of basic notation".
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[bookmark: _Toc145089274]6.2.2.2.2	Registration
The IRI-POI in the AMF shall generate an xIRI containing an AMFRegistration record when the IRI-POI present in the AMF detects that a UE matching one of the target identifiers provided via LI_X1 has successfully registered to the 5GS via 3GPP NG-RAN or non-3GPP access. Accordingly, the IRI-POI in the AMF generates the xIRI when the following event is detected:
-	AMF sends a N1: REGISTRATION ACCEPT message to the target UE and the UE 5G Mobility Management (5GMM) state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-REGISTERED.
Table 6.2.2-1: Payload for AMFRegistration record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	registrationType
	AMFRegistrationType
	1
	Specifies the type of registration, see TS 24.501 [13] clause 9.11.3.7. This is derived from the information received from the UE in the REGISTRATION REQUEST message.
	M

	registrationResult
	AMFRegistrationResult
	1
	Specifies the result of registration, see TS 24.501 [13] clause 9.11.3.6.
	M

	slice
	Slice
	0..1
	Provide, if available, one or more of the following:
-	allowed NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	configured NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	rejected NSSAI (see TS 24.501 [13] clause 9.11.3.46).
This is derived from the information sent to the UE in the REGISTRATION ACCEPT message.
	C

	sUPI
	SUPI
	1
	SUPI associated with the registration (see clause 6.2.2.4).
	M

	sUCI
	SUCI
	0..1
	SUCI used in the registration, if available.
	C

	pEI
	PEI
	0..1
	PEI provided by the UE during the registration, if available.
	C

	gPSI
	GPSI
	0..1
	GPSI obtained in the registration, if available as part of the subscription profile.
	C

	gUTI
	FiveGGUTI
	1
	5G-GUTI provided as outcome of initial registration or used in other cases, see TS 24.501 [13] clause 5.5.1.2.2.
	M

	location
	Location
	0..1
	Location information determined by the network during the registration, if available.
Shall be encoded using the Location.locationInfo.userLocation parameter and, when Dual Connectivity is activated, using the Location.locationInfo.additionalCellIDs parameter. If available, other parameters reportable via Location shall be included.
Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	C

	non3GPPAccessEndpoint
	UEEndpointAddress
	0..1
	UE's local IP address used to reach the N3IWF, TNGF or TWIF, if available. IP addresses are given as 4 octets (for IPv4) or 16 octets (for IPv6) with the most significant octet first (network byte order).
	C

	fiveGSTAIList
	TAIList
	0..1
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13] clause 9.11.3.9 (see NOTE)
	C

	sMSoverNASIndicator
	SMSOverNASIndicator
	0..1
	Indicates whether SMS over NAS is supported. Provide, if included in registrationResult, see TS 24.501 [13] clause 9.11.3.6.
	C

	oldGUTI
	EPS5GGUTI
	0..1
	GUTI or 5G-GUTI, if provided in the REGISTRATION REQUEST message, see TS 24.501 [13] clause 5.5.1.2.2.
	C

	eMM5GRegStatus
	EMM5GMMStatus
	0..1
	UE Status, if provided in the REGISTRATION REQUEST message, see TS 24.501 [13] clause 9.11.3.56.
	C

	nonIMEISVPEI
	NonIMEISVPEI
	0..1
	MACAddress or EUI-64 used as UE equipment identity if IMEI or IMEISV based PEI is not available. Provide if known, see TS 24.501 [13] clause 8.2.26.4.
	C

	mACRestIndicator
	MACRestrictionIndicator
	0..1
	Indicates whether the non-IMEISV PEI MACAddress can be used as an equipment identifier. Required if non-IMEISVPEI is used, see TS 24.501 [13] clause 9.11.3.4.
	C

	pagingRestrictionIndicator
	PagingRestrictionIndicator
	0..1
	Indicates if paging is restricted or the type of paging allowed. Include ifShall be included if sent in the REGISTRATION REQUEST message. Encoded per TS 24.501 [13] clause 9.11.3.77.2, omitting the first two octets.
	C

	rATType
	RATType
	0..1
	RAT Type shall be present if known by the AMF. RAT Type is determined by the AMF during registration. See TS 23.501 [2] clause 5.3.2.3
	C

	rRCEstablishmentCause
	RRCEstablishmentCause
	0..1
	Indicates the reason for UE RRC Connection Establishment. This parameter shall be populated with information provided by the serving RAN during NAS establishment in the Initial UE Message. See TS 38.413 [23] clause 9.3.1.111.
	C

	nGInformation
	NGInformation
	0..1
	Provides application layer related information for the serving Global RAN Node provided by the NG-RAN node to the serving AMF during NG setup. This parameter shall be populated using information from the NG SETUP REQUEST and NG SETUP RESPONSE. See TS 38.413 [23] clauses 9.2.6.1 and 9.2.6.2.
	C

	nASTransportInitialInformation
	NASTransportInitialInformation
	
	Provides information related to the NAS Transport setup for the target UE over the NG interface. Shall be included when received by the AMF per TS 38.413 [23]. This parameter is only conditional for backward compatibility. See TS 38.413 [23] clause 9.2.5.1.
	C

	equivalentPLMNList
	PLMNList
	0..1
	Provides a list of equivalent PLMNs in the REGISTRATION ACCEPT message. See clause TS 24.501 [13] clause 8.2.7.3.
	C

	fiveGMMCapability
	FiveGMMCapability
	0..1
	Shall contain the target 5GMM capability information octets sent in the REGISTRAITON REQUEST message, omitting the first two octets. Defined in TS 24.501 [13] clause 9.11.3.1.
	C

	initialRANUEContextSetup
	InitialRANUEContextSetup
	0..1
	Provides information sent in the INITIAL CONTEXT SETUP message from the AMF to the RAN for a target. See TS 38.413 [23] clause 9.2.2.1.
	C

	mUSIMUERequestType
	MUSIMUERequestType
	0..1
	Indicates a MUSIM UE has requested release of NAS signalling or has rejected paging. Include ifShall be included if sent in the REGISTRATION REQUEST message. Encoded per UE Request Type omitting the first two octets. See TS 24.301 [51] clause 9.9.3.65.
	C

	sORTransparentContainer
	SORTransparentContainer
	0..1
	Provides the list of preferred PLMN/access technology combinations. Included if sent in the NAS N1 message REGISTRATION ACCEPT. Given as a SoR Transparent container encoded per TS 24.501 [13] clause 9.11.3.51 omitting the first three octets.
	C

	NOTE:	List shall be included each time there is a change to the registration area.
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[bookmark: _Toc145089287]6.2.2.2.3	Deregistration
The IRI-POI in the AMF shall generate an xIRI containing an AMFDeregistration record when the IRI-POI present in the AMF detects that a UE matching one of the target identifiers provided via LI_X1 has deregistered from the 5GS over at least one access type. Accordingly, the IRI-POI in AMF generates the xIRI when any of the following events is detected:
-	For network initiated de-registration, when the AMF receives the N1: DEREGISTRATION ACCEPT message from the target UE or when implicit deregistration timer expires; and in both cases the UE 5GMN state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-DEREGISTERED.
-	For UE initiated de-registration, when the AMF sends the N1: DEREGISTRATION ACCEPT message to the target UE or when the AMF receives the N1: DEREGISTRATION REQUEST message from the target UE with deregistration type value of “switch off”; and in both cases the UE 5GMN state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-DEREGISTERED.
-	For network initiated AMF UE relocation, the AMFDeregistration xIRI shall not be sent unless the 5GMM COMMON PROCEDURE INITIATED (see TS 24.501 [13] clause 5.1.3.2.3.3) results in deregistration.
Table 6.2.2-2: Payload for AMFDeregistration record
	Field name
	Description
	M/C/O

	deregistrationDirection
	Indicates whether the deregistration was initiated by the network or by the UE.
	M

	accessType
	Indicates the access for which the deregistration is handled, see TS 24.501 [13] clause 9.11.3.20.
	M

	sUPI
	SUPI associated with the deregistration (see clause 6.2.2.4), if available.
	C

	sUCI
	SUCI used in the deregistration, if available (see NOTE).
	C

	pEI
	PEI used in the deregistration, if available (see NOTE).
	C

	gPSI
	GPSI associated to the deregistration, if available as part of the subscription profile.
	C

	gUTI
	5G-GUTI used in the deregistration, if available, see TS 24.501 [13] clause 5.5.2.2.1 (see NOTE).
	C

	cause
	Indicates the 5GMM cause value for network-initiated deregistration, see TS 24.501 [13] clause 9.11.3.2.
	C

	location
	Location information determined by the network during the deregistration, if available.
Shall be encoded using the Location.locationInfo.userLocation parameter. If available, other parameters reportable via Location shall be included.Encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
	C

	switchOffIndicator
	Indicates whether the deregistration type is normal or switch off, if available, see TS 24.501 [13] clause 9.1.3.20.1.
	C

	reRegRequiredIndicator
	Indicates whether UE re-registration is required in the DEREGISTRATION REQUEST message, if available, see TS 24.501 [13] clause 9.1.3.20.1.
	C

	NOTE:	At least one among SUCI, PEI and GUTI shall be provided.
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[bookmark: _Toc145089288]6.2.2.2.4	Location update
The IRI-POI in the AMF shall generate an xIRI containing an AMFLocationUpdate record each time the IRI-POI present in an AMF detects that the target’s UE location is updated due to target UE mobility or as a part of an AMF service procedure and the reporting of location information is not restricted by service scoping. The generation of such separate xIRI is not required if the updated UE location information is obtained as a part of a procedure producing some other xIRIs (e.g. mobility registration). In that case the location information is included into the respective xIRI.
The UE mobility events resulting in generation of an AMFLocationUpdate xIRI include the N2 Path Switch Request (Xn based inter NG-RAN handover procedure described in TS 23.502 [4] clause 4.9.1.2) and the N2 Handover Notify (Inter NG-RAN node N2 based handover procedure described in TS 23.502 [4] clause 4.9.1.3).
The AMFLocationUpdate xIRI is also generated when the AMF receives an NG-RAN NGAP PDU Session Resource Modify Indication message as a result of Dual Connectivity activation/release for the target UE, as described in TS 37.340 [37] clause 10.
Optionally, based on operator policy, other NG-RAN NGAP messages that do not generate separate xIRI but carry location information (e.g. RRC INACTIVE TRANSITION REPORT) may trigger the generation of an xIRI AMFLocationUpdate record.
Additionally, based on regulatory requirements and operator policy, the location information obtained by AMF from NG-RAN or LMF in the course of some service operation (e.g. emergency services, LCS) may generate xIRI AMFLocationUpdate record. The AMF services providing the location information in these cases include the AMF Location Service (ProvideLocInfo, ProvidePosInfo, NotifiedPosInfo and EventNotify service operations) and the AMF Exposure Service (AmfEventReport with LOCATION_REPORT) (see TS 29.518 [22]). Additionally, the AMF Communication Service (Namf_Communication_N1MessageNotify service operation) may be monitored to capture the location information in the scenarios described in TS 23.273 [42] clause 6.3.1. Also, in the case of Mobile Originated LCS service invoked by the target, the location information may be derived from a Nlmf_Location_DetermineLocation Response to AMF (see TS 23.273 [42] clause 6.2).
The AMFLocationUpdate record is also used by LARF to deliver Location Acquisition responses to MDF2, as described in clause 7.3.5.6. The IRI-POI in the AMF shall not generate the AMFLocationUpdate xIRI when the location is acquired as the result of a LARF request, as described in TS 33.127 [5], clause 7.3.5.2.
Table 6.2.2-3: Payload for AMFLocationUpdate record
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with the location update (see clause 6.2.2.4).
	M

	sUCI
	SUCI associated with the location update, if available, see TS 24.501 [13].
	C

	pEI
	PEI associated with the location update, if available.
	C

	gPSI
	GPSI associated with the location update, if available as part of the subscription profile.
	C

	gUTI
	5G-GUTI associated with the location update, if available, see TS 24.501 [13].
	C

	location
	Updated location information determined by the network.
Depending on the service or message type from which the location information is extracted, it may be encoded in several forms (Annex A):
1) 	as a Location.locationInfo.userLocation parameteruserLocation parameter (location>locationInfo>userLocation) in the case the information is obtained from an NGAP message, except the LOCATION REPORT message (see TS 38.413 [23]);
2) 	as a Location.locationInfo locationInfo parameter (location>locationInfo) in the case the information is obtained from a ProvideLocInfo (TS 29.518 [22] clause 6.4.6.2.6);
3) 	as a Location.locationPresenceReport parameter locationPresenceReport parameter (location>locationPresenceReport) in the case the information is obtained from an AmfEventReport (TS 29.518 [22] clause 6.2.6.2.5) with event type Location-Report or Presence-In-AOI-Report;
4) 	as a Location.positioningInfo.positionInfo parameter positionInfo parameter (location>positioningInfo>positionInfo) in the case the information is obtained from a ProvidePosInfo (TS 29.518 [22] clause 6.4.6.2.3) or a NotifiedPosInfo (TS 29.518 [22] clause 6.4.6.2.4).
If available, other parameters reportable via Location shall be included.
	M

	sMSoverNASIndicator
	No longer used in present version of this specification.
	C

	oldGUTI
	No longer used in present version of this specification.
	C


**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
[bookmark: _Toc146206905]6.2.2.2.5	Start of interception with registered UE
The IRI-POI in the AMF shall generate an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record when the IRI-POI present in the AMF detects that interception is activated on a UE that has already been registered in the 5GS (see clause 6.2.2.4 on identity privacy). A UE is considered already registered to the 5GS when the 5GMM state for the access type (3GPP NG-RAN or non-3GPP access) for that UE is 5GMM-REGISTERED. Therefore, the IRI-POI present in the AMF shall generate the xIRI AMFStartOfInterceptionWithRegisteredUE record when it detects that a new interception for a UE is activated (i.e. provisioned by the LIPF) and the 5G mobility management state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF for that UE is 5GMM-REGISTERED. If the UE is registered over both 3GPP NG-RAN and non-3GPP access, the IRI-POI present in the AMF shall generate an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record for each access type.
Table 6.2.2-4: Payload for AMFStartOfInterceptionWithRegisteredUE record
	Field name
	Description
	M/C/O

	registrationResult
	Specifies the result of registration, see TS 24.501 [13] clause 9.11.3.6.
	M

	registrationType
	Specifies the type of registration, see TS 24.501 [13] clause 9.11.3.7, if available.
	C

	slice
	Provide, if available, one or more of the following:
-	allowed NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	configured NSSAI (see TS 24.501 [13] clause 9.11.3.37).
	C

	sUPI
	SUPI associated with the target UE.
	M

	sUCI
	SUCI used in the registration, if available.
	C

	pEI
	PEI associated with the target UE, if available.
	C

	gPSI
	GPSI associated with the target UE, if available.
	C

	gUTI
	Latest 5G-GUTI assigned to the target UE by the AMF.
	M

	location
	Location information associated with the access type for the target UE, if available.
Shall be encoded using the Location.locationInfo.userLocation parameter and, when Dual Connectivity is activated, using the Location.locationInfo.additionalCellIDs parameter (see attachment TS33128Payloads.asn). If available, other parameters reportable via Location shall be included.Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	C

	non3GPPAccessEndpoint
	UE's local IP address used to reach the N3IWF, TNGF or TWIF, if available. IP addresses are given as 4 octets (for IPv4) or 16 octets (for IPv6) with the most significant octet first (network byte order).
	C

	timeOfRegistration
	Time at which the last registration occurred, if available. This is the time stamp when the REGISTRATION ACCEPT message was sent to the UE or (when applicable) when the REGISTRATION COMPLETE was received from the UE.
Shall be given qualified with time zone information (i.e. as UTC or offset from UTC, not as local time).
	C

	fiveGSTAIList
	List of tracking areas associated with the target UE for the access type.
	C

	sMSoverNASIndicator
	Indicates whether SMS over NAS is supported. Provide, if included in the UE Context.
	C

	oldGUTI
	Latest GUTI or 5G-GUTI received from the target UE if different than the latest GUTI assigned by the AMF and the target UE has not acknowledged the latest GUTI assignment.
	C

	eMM5GRegStatus
	UE Status, if this parameter can be derived from information available in the UE Context at the AMF.
	C

	sORTransparentContainer
	Provides the list of preferred PLMN/access technology combinations. Included if sent in the NAS N1 message REGISTRATION ACCEPT. Given as a SoR Transparent container encoded per TS 24.501 [13] clause 9.11.3.51 omitting the first three octets.
	C

	uEPolicy
	Content of the N1 NAS message MANAGE UE POLICY COMMAND, as defined in TS 24.501 [13] table D.5.1.1.1.
	C

	NOTE:	The values of the parameters in the table above are derived from the UE Context at the AMF, see TS 23.502 clause 5.2.2.2.2.



The IRI-POI present in the AMF generating an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record shall set the Payload Direction field in the PDU header to not applicable (Direction Value 5, see ETSI TS 103 221-2 [8] clause 5.2.6).
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The IRI-POI in the AMF shall generate an xIRI containing an AMFUnsuccessfulProcedure record when the IRI-POI present in the AMF detects an unsuccessful procedure for a UE matching one of the target identifiers provided via LI_X1.
Accordingly, the IRI-POI in the AMF generates the xIRI when any of the following events is detected:
-	AMF sends a N1: REGISTRATION REJECT message to the target UE and the UE 5G Mobility Management (5GMM) state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-DEREGISTERED.
-	AMF aborts a registration procedure before the UE 5G Mobility Management (5GMM) state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-REGISTERED.
-	AMF sends a SERVICE REJECT message to the target UE including a PDU session establishment reject message type.
-	AMF aborts a UE-initiated NAS transport procedure with payload container type IE set to "SMS".
Unsuccessful registration shall be reported only if the target UE has been successfully authenticated.
Table 6.2.2-5: Payload for AMFUnsuccessfulProcedure record
	Field name
	Description
	M/C/O

	failedprocedureType
	Specifies the procedure which failed at the AMF.
	M

	failureCause
	Provides the value of the 5GSM or 5GMM cause, see TS 24.501 [13] clauses 9.11.3.2 and 9.11.4.2.
	M

	requestedSlice
	Slice requested for the procedure, if available, given as a NSSAI (a list of S-NSSAI values as described in TS 24.501 [13] clause 9.11.3.37).
	C

	sUPI
	SUPI associated with the procedure, if available (see NOTE).
	C

	sUCI
	SUCI used in the procedure, if applicable and if available (see NOTE).
	C

	pEI
	PEI used in the procedure, if available (see NOTE).
	C

	gPSI
	GPSI used in the procedure, if available (see NOTE).
	C

	gUTI
	5G-GUTI used in the procedure, if available, see TS 24.501 [13] clause 9.11.3.4 (see NOTE).
	C

	location
	Location information determined during the procedure, if available.
Shall be encoded using the Location.locationInfo.userLocation parameter. If available, other parameters reportable via Location shall be included.Encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
	C

	NOTE:		At least one identity shall be provided, the others shall be provided if available.


**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
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The IRI-POI present in the AMF shall generate an xIRI containing an AMFIdentifierAssociation record when the IRI-POI present in the AMF detects a new identifier association for a UE matching one of the target identifiers provided via LI_X1. Generation of this record is subject to this record type being enabled for a specific target (see clause 6.2.2.2.1).
Table 6.2.2-6: Payload for AMFIdentifierAssociation record
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with the procedure (see NOTE 1).
	M

	sUCI
	SUCI used in the procedure, if applicable and if available.
	C

	pEI
	PEI used in the procedure, if available (see NOTE 1).
	C

	gPSI
	GPSI used in the procedure, if available (see NOTE 1).
	C

	gUTI
	5G-GUTI used in the procedure, see TS 24.501 [13] clause 9.11.3.4.
	M

	location
	Location information available when identifier association occurs.
Shall be encoded using the Location.locationInfo.userLocation parameter (see attachment. If available, other parameters reportable via Location shall be included.Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	M

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.9. (see NOTE 2)
	C

	NOTE 1:	SUPI shall always be provided, in addition to the warrant target identifier if different to SUPI. Other identifiers shall be provided if available.
NOTE 2:	List shall be included each time there is a change to the registration area. 



The IRI-POI present in the AMF generating an xIRI containing an AMFIdentifierAssociation record shall set the Payload Direction field in the PDU header to not applicable (Direction Value 5, see ETSI TS 103 221-2 [8] clause 5.2.6).
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The IRI-POI in the SMSF shall generate an xIRI containing an SMSMessage record for the following cases:
SMS-MO case:
-	When a target UE originates an SMS message or when any UE originates an SMS message destined to a target non-local ID.
SMS-MT case:
-	When an SMS message delivery to a target UE is attempted or when an SMS message delivery originated from a target non-local ID is attempted to any UE.
-	When an SMS message is successfully delivered to a target UE or when an SMS message originated from a target non-local ID is successfully delivered to any UE.
The SMS-MT case can also apply to the scenario when a receipt of SMS delivery from the far end is delivered successfully to the target UE or when a receipt of SMS delivery from a target non-Local ID is successfully delivered to the originating UE.
The IRI-POI present in the SMSF shall generate the xIRI containing the SMSMessage record when it detects following events:
-	The SMSF receives an SMCP message CP-DATA_RP-DATA [SMS-SUBMIT, SMS-COMMAND] (via AMF in Nsmsf_SMService_UplinkSMS message) from a target UE.
-	The SMSF receives an SMCP message CP-DATA_RP-DATA [SMS-SUBMIT] (via AMF in Nsmsf_SMService_UplinkSMS message) from any UE with TP-DA field within the SMS-SUBMIT containing a target non-Local ID and SMSF returns the SMCP: CP-ACK to that originating UE.
-	The SMSF receives an SMCP message CP-DATA_RP-DATA [SMS-COMMAND] (via AMF in Nsmsf_SMService_UplinkSMS message) from any UE with TP-DA field within the SMS-COMMAND containing a target non-Local ID and SMSF returns the SMCP: CP-ACK to that originating UE.
-	The SMSF receives a TCAP message MAP MT-FORWARD-SHORT-MESSAGE Request [SMS-DELIVER, SMS-STATUS-REPORT] destined to a target UE.
-	The SMSF receives a TCAP message MAP MT-FORWARD-SHORT-MESSAGE Request [SMS-DELIVER] destined to any UE with the TP-OA field within the SMS-DELIVER containing a target non-Local ID.
-	The SMSF receives a TCAP message MAP MT-FORWARD-SHORT-MESSAGE Request [SMS-STATUS-REPORT] destined to any UE with the TP-RA field within the SMS-STATUS-REPORT containing a target non-Local ID.
The IRI-POI present in the SMSF shall generate the xIRI containing the SMSReport record when it detects following events:
-	The SMSF sends a SMCP message CP-DATA_RP-ACK [SMS-SUBMIT-REPORT] (via AMF in Namf_ Communication_N1N2MessageTransfer message) in response to a previously intercepted CP-DATA_RP-DATA.
-	The SMSF sends a SMCP message CP-DATA_RP-ERROR [SMS-SUBMIT-REPORT] (via AMF in Namf_ Communication_N1N2MessageTransfer message) in response to a previously intercepted CP-DATA_RP-DATA.
-	The SMSF sends a TCAP message MAP MT-FORWARD-SHORT-MESSAGE Response [SMS-DELIVER-REPORT] in response to a previously intercepted MAP MT-FORWARD-SHORT-MESSAGE Request.
NOTE 1:	In the above-mentioned descriptions, the requirements of target Non-Local ID do not apply when both originating and terminating users of an SMS message are served by the same CSP. The method used to identify a target non-Local ID is different from the method used to identify a local target ID.
If the IRI-POI is provisioned with the TruncateTPUserData parameter included and the IRI-POI is generating xIRI for the SMS-SUBMIT type (TS 23.040 [18] clause 9.2.2.2) or SMS-DELIVER type (TS 23.040 [18] clause 9.2.2.1) TPDUs, the IRI-POI shall use the truncatedSMSTPDU (as described in table 6.2.5-7), otherwise, the IRI-POI shall use the sMSTPDU.
Table 6.2.5-5: Payload for SMSMessage record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	originatingSMSParty
	SMSParty
	1
	Identity of the originating SMS party. See NOTE 2.
	M

	terminatingSMSParty
	SMSParty
	1
	Identity of the terminating SMS party. See NOTE 3.
	M

	direction
	Direction
	1
	Direction of the SMS with respect to the target. See NOTE 4.
	M

	linkTransferStatus
	SMSTransferStatus
	1
	Indicates whether the SMSF sent the TPDU to the next network element. See NOTE 5.
	M

	otherMessage
	SMSOtherMessageIndication
	0..1
	In the event of a server-initiated transfer, indicates whether the server will send another SMS. May be omitted if the transfer is target-initiated. See NOTE 6.
	C

	location
	Location
	0..1
	Location information associated with the target sending or receiving the SMS, if available and authorised. See NOTE 7.
Shall be encoded using the Location.locationInfo.userLocation parameter. If available, other parameters reportable via Location shall be included.Encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
	C

	peerNFAddress
	SMSNFAddress
	0..1
	Address of the other network function (SMS-GMSC/IWMSC/SMS-Router) involved in the communication of the SMS, if available.
	C

	peerNFType
	SMSNFType
	0..1
	Type of the other network function (SMS-GMSC/IWMSC/SMS-Router) involved in the communication of the SMS, if available.
	C

	sMSTPDUData
	SMSTPDUData
	0..1
	See table 6.2.5-7. This is conditional only for backwards compatibility.
	C

	messageType
	SMSMessageType
	0..1
	See table 6.2.5-8. This is conditional only for backwards compatibility. 
	C

	rPMessageReference
	SMSRPMessageReference
	0..1
	The SM-RL Message Reference of the message per TS 24.011 [46] clause 7.3. This is conditional only for backwards compatibility.
	C



The sMSTPDU field shall always be used for the sMSTPDUData field of the SMSReport record.
Table 6.2.5-6: Payload for SMSReport record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	location
	Location
	0..1
	Location information associated with the target sending or receiving the SMS, if available and authorised. See NOTE 7.
	C

	sMSTPDUData
	SMSTPDUData
	1
	SMS TPDU, encoded as per TS 23.040 [18] clause 9.
	M

	messageType
	SMSMessageType
	1
	See table 6.2.5-8.
	M

	rPMessageReference
	SMSRPMessageReference
	1
	The SM-RL Message Reference of the message per TS 24.011 [46] clause 7.3.
	M



Table 6.2.5-7: Choices for SMSTPDUData field
	Field name
	Type
	Description

	sMSTPDU
	SMSTPDU
	SM-TL PDU encoded per the PDUs defined in TS 23.040 [18] clause 9.2.2. Shall be chosen if the TruncateTPUserData Parameter is absent.

	truncatedSMSTPDU
	TruncatedSMSTPDU
	[bookmark: _Hlk52815998]SM-TL PDU encoded per the PDUs defined in TS 23.040 [18] clause 9.2.2 but truncated to remove TP-User-Data (TS 23.040 [18] clause 9.2.3.24). Shall be chosen if the TruncateTPUserData Parameter is set.



Table 6.2.5-8: SMSMessageType values
	messageType value
	RP MTI Value
	RP Message Type
	TP-MTI Value
	SMS TPDU Message Type

	deliver
	001
	RP-DATA (networkUE)
	00
	SMS-DELIVER

	deliverReportAck
	010
	RP-ACK (UEnetwork)
	00
	SMS-DELIVER-REPORT

	deliverReportError
	100
	RP-ERROR (UEnetwork)
	00
	SMS-DELIVER-REPORT

	statusReport
	001
	RP-DATA (networkUE)
	10
	SMS-STATUS-REPORT

	command
	000
	RP-DATA (UEnetwork)
	10
	SMS-COMMAND

	submit
	000
	RP-DATA (UEnetwork)
	01
	SMS-SUBMIT

	submitReportAck
	011
	RP-ACK (networkUE)
	01
	SMS-SUBMIT-REPORT

	submitReportError
	101
	RP-ERROR (networkUE)
	01
	SMS-SUBMIT-REPORT

	reserved
	
	Reserved
	11
	Reserved



The IRI-POI in the SMSF shall populate the messageType field with the values listed in table 6.2.5-8 based on the SMS TPDU message type (see TS 23.040 [18] clause 9.2.2) and the RP Message Type (see TS 24.011 [46] clause 8.2.2) that triggered the generation of the xIRI. The SMS TPDU Message Type is indicated by the value of the TP-Message Type Indicator (TP-MTI) (see TS 23.040 [18] clause 9.2.3.1) as described in TS 23.040 [18] clause 9.2.3.1. The RP Message Type is indicated by the value of the RP MTI (See TS 24.011 [46] clause 8.2.2).
NOTE 2:	For the SMS-MO case, the originating party is the address of the UE from which the SMSF receives the CP-DATA_RP-DATA [SMS-SUBMIT, SMS-COMMAND] message (via AMF in the Nsmsf_SMService_UplinkSMS). The GPSI is one of the data fields used in the Nsmsf related messages (see TS 29.540 [21]). Alternatively, the SMSF may find the originating party address in the same way it finds the address when generating charging records. For SMS-MT case, this is derived from TP-OA field (TS 23.040 [18]) for SMS-DELIVER TPDUs or the TP-RA field (TS 23.040 [18]) for SMS-STATUS-REPORT TPDUs. In cases where the originatingSMSParty is not a GPSI, PEI, or SUPI, the sMSAddress parameter is populated with the octets received in the field used to derive the address (as per TS 23.040 [18] clause 9.1.2.5).
NOTE 3:	For SMS-MT case, the terminating party is the address of the UE to which the SMSF sends the CP-DATA_RP-DATA [SMS-DELIVER, SMS-STATUS-REPORT] message (via AMF in Namf_Communications_N1N2MessageTransfer). The GPSI is one of the data fields used in the Namf related messages (TS 29.518 [22]). Alternatively, the SMSF may find the terminating party address in the same way it finds the address when generating charging records. For SMS-MO case, this is derived from the TP-DA field (TS 23.040 [18]). In cases where the terminatingSMSParty is not a GPSI, PEI, or SUPI, the sMSAddress parameter is populated with the octets received in the field used to derive the address (as per TS 23.040 [18] clause 9.1.2.5).
NOTE 4:	For the SMS-MO case, for SMS originated from the target UE, the value fromTarget is used and for SMS destined to target Non-local ID, the toTarget is used. For SMS-MT case, for SMS terminated to the target UE, the value toTarget is used and for SMS originated from a target Non-local ID, the fromTarget is used.
NOTE 5:	This field is set to transferSucceeded or transferFailed as follows:
-	SMS-MO case:
-	To transferSucceeded: when the IRI-POI in the SMSF detects that SMSF sends the MO-FORWARD-SHORT-MESSAGE-Request [SMS-SUBMIT] message to the SMS-IWMSC.
-	To transferFailed: when the IRI-POI in SMSF detects the scenarios where SMSF cannot send the MO-FORWARD-SHORT-MESSAGE-Request [SMS-SUBMIT] to the SMS-IWMSC, but still generates an xIRI containing the SMSMessage record.
-	SMS-MT case:
-	To transferSucceeded: when the IRI-POI in the SMSF detects that SMSF sends the MT-FORWARD-SHORT-MESSAGE-Response [SMS-DELIVER-REPORT] message to the SMS-GMSC.
-	To transferFailed: when the IRI-POI in SMSF detects the scenarios where SMSF cannot send the MT-FORWARD-SHORT-MESSAGE-Response [SMS-DELIVER-REPORT] to the SMS-GMSC, but an xIRI containing the SMSMessage record is still generated.
NOTE 6:	This is only applicable to the SMS-MT case and can be derived from the TP-MMS (More Message to Send) field present in the SMS-DELIVER sent to the UE (via AMF in the Namf_Communications_N1N2MessageTransfer).
NOTE 7:	This is derived from the ueLocation field of SmsRecord IE received from the AMF in the Nsmsf_SMService_UplinkSMS message (TS 29.540 [21]). For the SMSMessage record, the SMCP message is CP-DATA_RP-DATA [SMS-SUBMIT, SMS-COMMAND] and for the SMSReport record, the SMCP message is CP-DATA-RP-ACK [SMS-DELIVER-REPORT]. Shall be encoded using the Location.locationInfo.userLocation parameter. If available, other parameters reportable via Location shall be included.This value is encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
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The IRI-POI present in the MME shall generate an xIRI containing an MMEIdentifierAssociation record when the IRI-POI present in the MME detects a new identifier association for a UE matching one of the target identifiers provided via LI_X1. Generation of this record is subject to this record type being enabled for a specific target (see clause 6.3.2.2.1).
Table 6.3.2-1: Payload for MMEIdentifierAssociation record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	iMSI
	IMSI
	1
	IMSI associated with the procedure. (see NOTE 1).
	M

	iMEI
	IMEI
	0..1
	IMEI used in the procedure, if available (see NOTE 1).
	C

	mSISDN
	MSISDN
	0..1
	MSISDN used in the procedure, if available (see NOTE 1).
	C

	gUTI
	GUTI
	1
	LTE GUTI used in the procedure.
	M

	location
	Location
	1
	Location information available when identifier association occurs.
Shall include all location information for the target UE available at the MME encoded as one of the following:
-	as a ePSUserLocationInformation parameter (locationLocation.>fourGLocationInfo.EePSLocationInformation> ePSUserLocationInformation parameter).
-	as a ePSLocationInformation parameter (locationLocation.>fourGLocationInfo.>ePSUserLocationInformation parameter).
When Dual Connectivity is activated, the additionalCellIDs parameter (locationLocation.>ePSLocationInfofourGLocationInfo.>ePSLocationInformation.>mMELocationInformation.>additionalCellIDs) shall also be populated, see clause 7.3.3. and Annex A.
If available, other parameters reportable via Location shall be included.
	M

	tAIList
	TAIList
	0..1
	List of tracking areas associated with the registration area within which the UE is current registered. (see NOTE 2).
	C

	NOTE 1:	IMSI shall always be provided, in addition to the warrant target identifier if different to IMSI. Other identifiers shall be provided if available.
NOTE 2:	List shall be included each time there is a change to the registration area.



The IRI-POI present in the MME generating an xIRI containing an MMEIdentifierAssociation record shall set the Payload Direction field in the PDU header to not applicable (Direction Value 5, see ETSI TS 103 221-2 [8] clause 5.2.6).
When transmitting the xIRI, the IRI-POI present in the MME shall set the payload format to 2, and provide the payload as a BER-encoded TS33128Payloads.XIRIPayloads structure.
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The IRI-POI in the MME shall generate an xIRI containing an MMEAttach record when the IRI-POI present in the MME detects that a UE matching one of the target identifiers provided via LI_X1 has successfully attached to EPS. Accordingly, the IRI-POI in the MME generates the xIRI when the following event is detected:
-	MME sends an S1: ATTACH ACCEPT message to the target UE and the UE EPS Mobility Management (EMM) state within the MME is changed to EMM-REGISTERED.
Table 6.3.2-2: Payload for MMEAttach record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	attachType
	EPSAttachType
	1
	Specifies the type of EPS Attach, see TS 24.301 [51] clause 9.9.3.11. This is derived from the information received from the UE in the Attach Request message.
	M

	attachResult
	EPSAttachResult
	1
	Specifies the result of the attach procedure, see TS 24.301 [51] clause 9.9.3.10.
	M

	iMSI
	IMSI
	1
	IMSI associated with the registration.
	M

	iMEI
	IMEI
	0..1
	IMEI associated with the registration, if available.
	C

	mSISDN
	MSISDN
	0..1
	mSISDN associated with the registration, if available.
	C

	gUTI
	GUTI
	0..1
	GUTI provided as outcome of initial attach or used in other cases, see TS 24.301 [51] clause 5.5.1.2.4.
	M

	location
	Location
	0..1
	Location information determined by the network during the registration or known at the MME, if available.
Shall include all location information for the target UE available at the MME encoded as one of the following:
-	as a Location.fourGLocationInfo.ePSLocationInformation parameter.
-	as a Location.fourGLocationInfo.ePSUserLocationInformation parameter.
-	ePSUserLocationInformation parameter (location>EPSLocationInfo> ePSUserLocationInformation).
-	ePSLocationInformation parameter (location>fourGLocationInfo>ePSUserLocationInformation).
If available, other parameters reportable via Location shall be included.
	C

	ePSTAIList
	TAIList
	0..1
	List of tracking areas associated with the registration area within which the UE is currently registered, see TS 24.301 [51] clause 9.9.3.33. (see NOTE)
	C

	sMSServiceStatus
	EPSSMSServiceStatus
	0..1
	Indicates the availability of SMS Services. Shall be provided if present in the ATTACH ACCEPT.
	C

	oldGUTI
	GUTI
	0..1
	Old GUTI used in the registration, if available.
	C

	eMM5GRegStatus
	EMM5GMMStatus
	0..1
	UE Status, if provided in the REGISTRATION REQUEST message, see TS 24.501 [13] clause 9.11.3.56.
	C

	NOTE:	List shall be included each time there is a change to the registration area.


**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
[bookmark: _Toc146206989]6.3.2.2.4	Detach
The IRI-POI in the MME shall generate an xIRI containing an MMEDetach record when the IRI-POI present in the MME detects that a UE matching one of the target identifiers provided via LI_X1 has deregistered from the EPS. Accordingly, the IRI-POI in the MME generates the xIRI when any of the following events is detected:
-	For network initiated de-registration, when the MME receives the S1: DETACH ACCEPT message from the target UE, when the MME receives an S3: DETACH NOTIFICATION about the target UE from the SGSN or when implicit deregistration timer expires; and in all cases the UE EMM state within the MME is changed to EMM-DEREGISTERED.
-	For UE initiated de-registration, when the MME sends the S1: DETACH ACCEPT message to the target UE or when the MME receives the S1: DETACH REQUEST message from the target UE with deregistration type value of “switch off”; and in both cases the UE EMM state within the MME is changed to EMM-DEREGISTERED.

Table 6.3.2-3: Payload for MMEDetach record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	deregistrationDirection
	MMEDirection
	1
	Indicates whether the deregistration was initiated by the network or by the UE.
	M

	detachType
	EPSDetachType
	1
	Indicates the type of detach as determined by the direction of the detach request and the value of the DetachType information element, see table 6.3.2-4.
	M

	iMSI
	IMSI
	1
	IMSI associated with the detach.
	M

	iMEI
	IMEI
	0..1
	IMEI associated with the detach, if available.
	C

	mSISDN
	MSISDN
	0..1
	mSISDN associated with the detach, if available.
	C

	gUTI
	GUTI
	0..1
	GUTI associated with the detach, if available.
	C

	cause
	EMMCause
	0..1
	Indicates the EMM cause value for network-initiated detach, see TS 24.301 [51] clause 9.9.3.9.
	C

	location
	Location
	0..1
	Location information determined by the network during the deregistration or known at the MME, if available.
Shall include all location information for the target UE available at the MME encoded as one of the following:
-	as a Location.fourGLocationInfo.ePSLocationInformation parameter.
-	as a Location.fourGLocationInfo.ePSUserLocationInformation parameter.
When Dual Connectivity is activated, the additionalCellIDs parameter (Location.fourGLocationInfo.ePSLocationInformation.mMELocationInformation.additionalCellIDs) shall also be populated, see clause 7.3.3.
If available, other parameters reportable via Location shall be included.-	ePSUserLocationInformation parameter (location>EPSLocationInfo> ePSUserLocationInformation).
-	ePSLocationInformation parameter (location>fourGLocationInfo>ePSUserLocationInformation).
When Dual Connectivity is activated, the additionalCellIDs parameter (location>ePSLocationInfo>ePSLocationInformation>mMELocationInformation>additionalCellIDs) shall also be populated, see clause 7.3.3. and Annex A.

	C

	switchOffIndicator
	SwitchOffIndicator
	0..1
	If Bit 4 of the Detach type information element sent in the Detach Request is set to 0, this parameter shall be set to “normalDetach”. If Bit 4 of the Detach type information element sent in the Detach Request is set to 1, this parameter shall be set to “switchOff”. See TS 24.301 [51] clause 9.9.3.7. This parameter is conditional only for backwards compatibility.
	C



Table 6.3.2-4: detachType values
	Type of detach value
	Direction
	detachType value

	001
	UEnetwork
	ePSDetach

	010
	UEnetwork
	iMSIDetach

	011
	UEnetwork
	combinedEPSIMSIDetach

	110
	UEnetwork
	reserved

	111
	UEnetwork
	reserved

	Any Other
	UEnetwork
	combinedEPSIMSIDetach

	001
	networkUE
	reAttachRequired

	010
	networkUE
	reAttachNotRequired

	011
	networkUE
	iMSIDetach

	110
	networkUE
	reserved

	111
	networkUE
	reserved

	Any Other
	networkUE
	reAttachNotRequired



The IRI-POI in the MME shall populate the ePSDetachType field with the values listed in table 6.3.2-4 based on the Detach Type sent in the Detach Request message (see TS 24.301 [51] clause 9.9.3.7) and the direction of the Detach Request associated to the event that triggered the generation of the xIRI.
If the Detach Request message associated to the event that triggered the generation of the xIRI has the EMM Cause field populated, the IRI-POI in the MME shall set the value of the cause field of the MMEDetach record to the integer value of the EMM Cause, see TS 24.301 [51] clause 9.9.3.9.

**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
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The IRI-POI in the MME shall generate an xIRI containing an MMEStartOfInterceptionWithEPSAttachedUE record when the IRI-POI present in the MME detects that interception is activated on a UE that has already attached to the EPS. A UE is considered already attached to the EPS when the EMM state for that UE is EMM-REGISTERED. Therefore, the IRI-POI present in the MME shall generate the xIRI MMEStartOfInterceptionWithEPSAttachedUE record when it detects that a new interception for a UE is activated (i.e. provisioned by the LIPF) and the EPS mobility management state within the MME for that UE is EMM-REGISTERED.
Table 6.3.2-6: Payload for MMEStartOfInterceptionWithEPSAttachedUE record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	attachType
	EPSAttachType
	1
	Specifies the type of EPS Attach, see TS 24.301 [51] clause 9.9.3.11. This is derived from the information stored in the UE Context at the MME, see TS 23.401 [50] clause 5.7.2.
	M

	attachResult
	EPSAttachResult
	1
	Specifies the result of the attach procedure, see TS 24.301 [51] clause 9.9.3.10. This is derived from the information stored in the UE Context at the MME, see TS 23.401 [50] clause 5.7.2.
	M

	iMSI
	IMSI
	1
	IMSI associated with the target UE Context at the MME, see TS 23.401 [50] clause 5.7.2.
	M

	iMEI
	IMEI
	0..1
	IMEI associated with the target UE Context at the MME, if available, see TS 23.401 [50] clause 5.7.2.
	C

	mSISDN
	MSISDN
	0..1
	mSISDN associated with the target UE Context at the MME, if available.
	C

	gUTI
	GUTI
	0..1
	Current GUTI associated with the target UE context at the MME, if available, see TS 23.401 [50] clause 5.7.2.
	C

	location
	Location
	0..1
	Location information stored in the UE Context at the MME, if available, see TS 23.401 [50] clause 5.7.2.
Shall include all location information for the target UE available at the MME encoded as one of the following:
-	as a Location.fourGLocationInfo.ePSLocationInformation parameter.
-	as a Location.fourGLocationInfo.ePSUserLocationInformation parameter.
When Dual Connectivity is activated, the additionalCellIDs parameter (Location.fourGLocationInfo.ePSLocationInformation.mMELocationInformation.additionalCellIDs) shall also be populated, see clause 7.3.3. If available, other parameters reportable via Location shall be included.-	ePSUserLocationInformation parameter (location>EPSLocationInfo> ePSUserLocationInformation).
-	ePSLocationInformation parameter (location>fourGLocationInfo>ePSUserLocationInformation).
When Dual Connectivity is activated, the additionalCellIDs parameter (location>ePSLocationInfo>ePSLocationInformation>mMELocationInformation>additionalCellIDs) shall also be populated, see clause 7.3.3. and Annex A.
	C

	ePSTAIList
	TAIList
	0..1
	List of tracking areas associated with the registration area within which the UE is currently registered, see TS 24.301 [51], clause 9.9.3.33 and TS 23.401 [50] clause 5.7.2.
	C

	sMSServiceStatus
	EPSSMSServiceStatus
	0..1
	Indicates the availability of SMS Services. Shall be provided if present in the UE Context at the MME, see TS 23.401 [50] clause 5.7.2.
	C

	eMM5GRegStatus
	EMM5GMMStatus
	0..1
	UE Status, if present in the UE Context at the MME, see TS 24.501 [13] clause 9.11.3.56.
	C



The IRI-POI present in the MME generating an xIRI containing an MMEStartOfInterceptionWithEPSAttachedUE record shall set the Payload Direction field in the PDU header to not applicable (see ETSI TS 103 221-2 [8] clause 5.2.6).
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The IRI-POI in the MME shall generate an xIRI containing an MMEUnsuccessfulProcedure record when the IRI-POI present in the MME detects an unsuccessful procedure for a UE matching one of the target identifiers provided via LI_X1.
Accordingly, the IRI-POI in the MME generates the xIRI when any of the following events is detected:
-	MME sends a reject to any EMM request message to the target UE and the UE EPS Mobility Management (EMM) within the MME is changed to EMM-DEREGISTERED.
-	MME aborts a registration procedure before the UE EPS Mobility Management (EMM) state within the MME is changed to EMM-REGISTERED.
-	MME sends a reject to any ESM request message to the target UE.
Unsuccessful attach attempts shall be reported only if the target UE has been successfully authenticated.
Table 6.3.2-7: Payload for MMEUnsuccessfulProcedure record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	failedprocedureType
	MMEFailedProcedureType
	1
	Specifies the procedure which failed at the MME.
	M

	failureCause
	MMEFailureCause
	1
	Provides the value of the ESM or EMM cause, see TS 24.301 [51] clauses 9.9.3.9 and 9.9.4.4.
	M

	iMSI
	IMSI
	0..1
	IMSI associated with the procedure, if available (see NOTE).
	C

	iMEI
	IMEI
	0..1
	IMEI associated with the procedure, if available.
	C

	mSISDN
	MSISDN
	0..1
	mSISDN associated with the procedure, if available.
	C

	gUTI
	GUTI
	0..1
	GUTI provided used in the procedure, if available.
	C

	location
	Location
	0..1
	Location information determined by the network during the procedure or known at the MME, if available.
Shall include all location information for the target UE available at the MME encoded as one of the following:
-	as a Location.fourGLocationInfo.ePSLocationInformation parameter.
-	as a Location.fourGLocationInfo.ePSUserLocationInformation parameter.
When Dual Connectivity is activated, the additionalCellIDs parameter (Location.fourGLocationInfo.ePSLocationInformation.mMELocationInformation.additionalCellIDs) shall also be populated, see clause 7.3.3.
If available, other parameters reportable via Location shall be included.-	ePSUserLocationInformation parameter (location>EPSLocationInfo> ePSUserLocationInformation).
-	ePSLocationInformation parameter (location>fourGLocationInfo>ePSUserLocationInformation).
When Dual Connectivity is activated, the additionalCellIDs parameter (location>ePSLocationInfo>ePSLocationInformation>mMELocationInformation>additionalCellIDs) shall also be populated, see clause 7.3.3. and Annex A.
	C

	NOTE:		At least one identity shall be provided, the others shall be provided if available.
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The IRI-POI provided by the LI-LCS client shall deliver the target location reports to respective MDF(s) as xIRI over the LI_X2 interface.
Table 7.3.1.4-1: LALSReport record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	sUPI
	SUPI
	0..1
	SUPI of the target, if used for the service (see NOTE).
	C

	gPSI
	GPSI
	0..1
	GPSI of the target, if used for the service (see NOTE).
	C

	location
	Location
	0..1
	Location of the target, if obtained successfully.
Encoded as a Location.positioningInfo parameter. Both the Location.positioningInfo.positionInfo parameter and the Location.positioningInfo.rawMLPResponse.mLPPositionData parameter are present in the case of successful positioning. In the case of positioning failure only the Location.positioningInfo.rawMLPResponse.mLPErrorCode parameter is present.
	C

	iMPU
	IMPU
	0..1
	IMPU of the target, if used for the service (see NOTE).
	C

	iMSI
	IMSI
	0..1
	IMSI of the target, if used for the service (see NOTE).
	C

	mSISDN
	MSISDN
	0..1
	MSISDN of the target, if used for the service (see NOTE).
	C

	iMPU
	
	
	IMPU of the target, if used for the service (see NOTE).
	C

	location
	
	
	Location of the target, if obtained successfully.
Encoded as a positioningInfo parameter (location>positioningInfo). Both the positionInfo (location>positioningInfo>positionInfo) and the mLPPositionData (location>positioningInfo>rawMLPResponse>mLPPositionData) are present in the case of successful positioning. In the case of positioning failure only the mLPErrorCode (location>positioningInfo>rawMLPResponse>mLPErrorCode) is present. See Annex A.
	C

	NOTE:	One and only one of SUPI, GPSI, IMSI, MSISDN, IMPU shall be present and it shall correspond to the target identifier included in the respective ActivateTask message for the LI-LCS Client.



The LI-LCS Client generating an xIRI containing an LALSReport record shall set the Payload Direction field in the PDU header to not applicable (Direction Value 5, see ETSI TS 103 221-2 [8] clause 5.2.6).
The LI_X2 header (as per clause 5.3.2) of the LALSReport record presented in table 7.3.1.4-1 shall contain the correlation ID (if provided) from a respective LI_T2 ActivationTask message.
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For an intercepted IMS based communication (see clause 7.12.2.8), the IRI-POI present in the IMS Signaling Function shall generate the xIRI IMSMessage from the SIP message used to handle that IMS based communication. All SIP messages use the same xIRI record as shown in table 7.12.4.2-1.
[bookmark: _Hlk86936836]Table 7.12.4.2-1: Payload for IMSMessage record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	payload
	IMSPayload
	1
	One of the following payload types (other payload types may be added in future versions of the specification):
- encapsulatedSIPMessage shall be chosen when the SIP message does not contain any unauthorised information.
- modifiedSIPMessage shall be chosen when the SIP message contains information that is not authorised for reporting.
	M

	sessionDirection
	SessionDirection
	1
	Indicates the direction of the SIP session: fromTarget, toTarget, combined (if target calls him/herself) or indeterminate if the direction cannot be determined reliable (see NOTE).
	M

	voIPRoamingIndication
	VoIPRoamingIndication
	0..1
	Indicates whether the roaming mode is inbound LBO, S8HR or N9HR when the target is in roaming situation.
	C

	location
	Location
	0..1
	Location with timestamp, if available.
Shall include all location information for the target UE available at the NF where the POI is located encoded as a locationLocation.>iIMSLocation parameter..
	C

	accessNetworkInformation
	SEQUENCE OF SIPAccessNetworkInformation
	0..MAX
	Provides non-location related access network information. Shall be present if available at the NF where the POI is located. One instance of SIPAccessNetworkInformation shall be used for each P-Access-Network-Information header.
	C

	cellularNetworkInformation
	SEQUENCE OF SIPCellularNetworkInformation
	0..MAX
	Provides non-location related cellular network information. Shall be present if available at the NF where the POI is located. One instance of SIPCellularNetworkInformation shall be used for each Cellular-Network-Info header.
	C

	NOTE:	When an incoming call to a target is redirected to another user, the sessionDirection field shall be set to toTarget. When an incoming call from a target non-local ID to an IMS user is redirected to, the sessionDirection field shall be set to fromTarget.



Table 7.12.4.2-2: Void
The IRI-POI present in the IMS signaling function generating an xIRI containing an IMSMessage record shall set:
-	The Payload Direction field in the PDU header to the direction of the signaling message carried in the IRI payload (see ETSI TS 103 221-2 [8] clause 5.2.6). If the signalling message was sent from the target, the Direction Value "3" (sent from the target) shall be used, if the signalling message was sent to the target, the Direction Value "2" (sent to the target) shall be used; if the direction could not be determined reliably, the Direction Value "1" (not known to the POI) shall be used. If the SIP message is sent from and to the target, the Direction Value "4" (more than one direction) shall be used. For the SIP messages generated by the network, the Direction Value "5" (not applicable) shall be used.
-	The conditional source IPv4 address or source IPv6 address field in the PDU header to the source IP address of the intercepted SIP message (see ETSI TS 103 221-2 [8] clause 5.3). It shall contain the source address of the packet from the 32-bit "Source Address" field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit "Source Address" field in IPv6, as defined in IETF RFC 2460 [27].
-	The conditional destination IPv4 address or destination IPv6 address field in the PDU header to the destination IP address of the intercepted SIP message (see ETSI TS 103 221-2 [8] clause 5.3). It shall contain the destination address of the packet from the 32-bit "Source Address" field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit "Source Address" field in IPv6, as defined in IETF RFC 2460 [27].
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The IRI-POI present in the IMS signaling function shall generate the xIRI StartOfInterceptionForActiveIMSSession when all of the following conditions are met:
- The IRI-POI receives an LI_X1: ActivateTask from the LIPF.
- The IRI-POI detects the IMS user identified by one or more of the target identifier (s) included in the ActivateTask is on an active IMS session.
 - The-IRI-POI in the IMS signaling functions meets the criteria mentioned in TS 33.127 [5] for providing the IRI-POI functions.
The generation of the xIRI shall be independent of the IMS media associated with the session. If multiple IMS sessions are active at the start of interception, a StartOfInterceptionForActiveIMSSession record shall be generated for each active session.
The following table contains parameters, with IRITargetIdentifier, generated by the IRI-POI.
Table 7.12.4.2-3: Payload for StartOfInterceptionForActiveIMSSession record
	Field name
	Type
	Cardinality
	Description
	M/C/O

	originatingId
	SEQUENCE OF IMPU
	1..MAX
	Identities of the originator of the session.
	M

	terminatingId
	IMPU
	1
	Identities of the termination of the service.
	M

	sDPState
	SEQUENCE OF OCTET STRING
	0..MAX
	Latest state of session from IMS signaling function (including LMISF) will provide the agreed SDP answer and related modification (encoded in SDP format as per RFC 4566 [43] clause 5 when known) for each media stream of the target.
	C

	diversionIdentity
	IMPU
	0..1
	Provided if available and applicable.
	C

	voIPRoamingIndication
	VoIPRoamingIndication
	0..1
	Indicates whether the roaming mode is LBO, S8HR or N9HR.when the target is in roaming situation.
	C

	location
	Location
	0..1
	Location with timestamp, if available.
Shall include all location information for the target UE available at the NF where the POI is located encoded as a locationLocation.i>IMSLocation parameter.
	C

	accessNetworkInformation
	SEQUENCE OF SIPAccessNetworkInformation
	0..MAX
	Provides non-location related access network information. Shall be present if available at the NF where the POI is located. One instance of SIPAccessNetworkInformation shall be used for each P-Access-Network-Information header.
	C

	cellularNetworkInformation
	SEQUENCE OF SIPCellularNetworkInformation
	0..MAX
	Provides non-location related cellular network information. Shall be present if available at the NF where the POI is located. One instance of SIPCellularNetworkInformation shall be used for each Cellular-Network-Info header.
	C
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Table D.4-1: ASN.1 Syntax conventions
	D.4.1
	Modules are be defined with EXTENSIBILITY IMPLIED unless there is a specific reason to limit extensibility.

	D.4.2
	The AUTOMATIC TAGS module directive is not used.

	D.4.3
	SEQUENCE and CHOICE tag numbers start at one.

	D.4.4
	ENUMERATED tag numbers start at one.

	D.4.5
	Anonymous types are not used. Non-trivial fields are assigned their own named type.

	D.4.6
	Consideration should be given to making types re-usable and independent of a particular release. Re-using or extending an existing type, where the intent is similar, is preferable to creating a new type.

	D.4.7
	Consideration should be given to making types extensible by declaring them as a SEQUENCE or CHOICE where possible.

	D.4.8
	Multiple smaller messages or structures with fewer OPTIONAL fields are preferred to larger structures with many OPTIONAL fields, as this increases the ability of the ASN.1 schema to enforce the intent of the specification.

	D.4.9
	Field names, tag numbers, field types and optional flags are be space-aligned where possible. An indent of four spaces is used.

	D.4.10
	Field and type names (when defining a type) are not in bold.

	D.4.11
	Braces are given their own line.

	D.4.12
	OIDs containing a version number are updated when the structure that uses the OID is changed, even if the change is solely to correct a syntactic error. Other OIDs in the same module need not be updated if they are not associated with structures that have been changed.

	D.4.13
	For backward compatibility, fields added to existing SEQUENCE or SET are defined as OPTIONAL, irrespective of their M/C/O designation in the main body of the specification.

	D.4.14
	When a field is deprecated, the ASN.1 is not changed but the main text is changed (see D.2.5).

	D.4.15
	XIRIEvent and IRIEvent tag numbers should be identical for the same field purpose. If the field is not present in one of XIRIEvent or IRIEvent, a comment reserving the tag should be added instead (see D.2.3).



ConformantModule
{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulIntercept(2) ... }

DEFINITIONS EXTENSIBILITY IMPLIED ::=

BEGIN


Structure1 ::= SEQUENCE	
{
    field1	[1] Field1,
    field2	[2] Field2
}

Field1 ::= ENUMERATED
{
    choice1(1),
    choice2(2),
    choice3(3)
}

Field2 ::= OCTET STRING

END
Figure 2 – Syntax convention example
NonconformantModule
{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulIntercept(2) ... }

DEFINITIONS AUTOMATIC TAGS ::=          -- D.4.1 Not declared with EXTENSIBILITY IMPLIED
                                        -- D.4.2 Declared AUTOMATIC TAGS
BEGIN

Structure1 ::= SEQUENCE {               -- D.4.11 Braces not given their own line
    field1  [0] ::= ENUMERATED          -- D.4.3 SEQUENCE tags don’t start at 1
    {                                   -- D.4.5 Anonymous type used
        choice1(0),                     -- D.4.4 ENUMERATED tag numbers don’t start at 1
        choice2(2),
        choice3(3)
    },
    field2  [2] Field2                  -- D.4.10 Field name is bold
}

Field2 ::= OCTET STRING                 -- D.4.10 Type names in definitions is bold

END
Figure 3 – Syntax convention counter-examples

D.5	Referencing ASN.1 components
This document utilizes the formal reference notation defined by ITU-T Recommendation X.680 [Re1] clause 15 to identify specific ASN.1 components. The specific conventions described below only apply to this document. In the event of a conflict between ITU-T Recommendation X.680 [Re1] and the present document, the terms of the present document shall apply.
ASN.1 references are italicized to aid in their identification.
Relative references may be used but shall only be used when the root of the path is either explicitly defined or may be definitively determined based on the context.
Unless otherwise specified, the root of all references in this document is @TS33128Payloads.
Unless otherwise specified the absolute reference for an xIRI record shall be @TS33128Payloads.XIRIPayload.event.{ComponentID} where the {ComponentID} is the name of the message. When a parameter or type being described is being described in the context of an xIRI message, the absolute reference described above shall be used as the root for any relative references.
Unless otherwise specified the absolute reference for an IRI record shall be @TS33128Payloads.IRIPayload.event.{ComponentID} where the {ComponentID} is the name of the message. When a parameter or type being described is being described in the context of an IRI message, the absolute reference described above shall be used as the root for any relative references.
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