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**** START OF FIRST CHANGE (ATTACHMENTS) ****
---a/33128/r18/TS33128Payloads.asn
+++b/33128/r18/TS33128Payloads.asn
@@ -1478,12 +1478,14 @@ AMFRANTraceReport ::= SEQUENCE
1478	1478		    rANUENGAPID                 [3] RANUENGAPID,
1479	1479		    traceRecordType             [4] TraceRecordType,
1480	1480		    traceDirection              [5] TraceDirection,
1481		-	    traceActivationInfo         [6] TraceActivationInfo OPTIONAL,
	1481	+	    --deprecatedTag6 (formerly traceActivationInfo type) was deprecated in r18(18) version6(6) and shall not be reused. 
	1482	+	    deprecatedTag6              [6] TraceActivationInfo OPTIONAL,
1482	1483		    nGRANCGI                    [7] NCGI,
1483	1484		    globalRANNodeID             [8] GlobalRANNodeID,
1484	1485		    traceCollectionEntityInfo   [9] TraceCollectionEntityInfo OPTIONAL,
1485	1486		    aMFTraceData                [10] XMLType,
1486		-	    location                    [11] Location OPTIONAL
	1487	+	    location                    [11] Location OPTIONAL,
	1488	+	    traceActivation             [12] TraceActivation OPTIONAL
1487	1489		}
1488	1490		
1489	1491		-- See clause 6.2.2.2.12 for details of this Structure
@@ -1620,6 +1622,9 @@ ServiceMessageIdentity ::= CHOICE
1620	1622		    serviceAccept     [2] OCTET STRING
1621	1623		}
1622	1624		
	1625	+	TraceActivation ::= ExternalASNType
	1626	+	
	1627	+	--The TraceActivationInfo type is deprecated and shall no longer be used. The TraceActivation type shall be used instead.
1623	1628		TraceActivationInfo ::= SEQUENCE
1624	1629		{
1625	1630		    nGRANTraceID                     [1] OCTET STRING (SIZE(8)),
@@ -7053,4 +7058,18 @@ MIMEBody ::= CHOICE
7053	7058		    bodyPart [2] MIMEPartIdentifier
7054	7059		}
7055	7060		
	7061	+	-- =======================================================
	7062	+	-- Externally Defined Structures - External ASN Parameters
	7063	+	-- =======================================================
	7064	+	ExternalASNType ::= SEQUENCE
	7065	+	{
	7066	+	    moduleIdentifier [1] OBJECT IDENTIFIER OPTIONAL,
	7067	+	    aSNReference     [2] ExternalASNReference OPTIONAL,
	7068	+	    encodedASNValue  [3] ExternalASNValue
	7069	+	}
	7070	+	
	7071	+	ExternalASNReference ::= UTF8String
	7072	+	
	7073	+	ExternalASNValue ::= OCTET STRING
	7074	+	
7056	7075		END

**** START OF NEXT CHANGE (ATTACHMENTS) ****
