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Overall description
The usage of domain names for traffic identification is an important aspect of the 5G Media Streaming feature specified in Release 16 by SA4. Typically, a 5GMSd AF in an external Data Network should be able to activate the same network features as a 5GMSd AF in the trusted Data Network. (A service level agreement restricts the feature usages.)

From studying SA2 and CT3 meeting notes, SA4 understands that the usage of an application identifier (referencing PFDs) within the Nnef_AFsessionWithQos and the Nnef_ChargeableParty APIs exposed to external functional entities requires more work in the respective groups and are not be part of 3GPP Release 16. 
Also, the usage of the DNN and the S-NSSAI within the two APIs may not be part of 3GPP Release 16. This feature is particularly important when using different Network Slices / Data Networks for 5GMS AF and 5GMS AS. Note, that the 5GMS AF is handling the interactions with the 5G System, which the 5GMS AS is handling the user plane traffic, which is subject to be policed. 
So far, the key use-case is that the 5GMS AF and the 5GMS AS are deployed in different Data Networks / using different Network Slices. The 5GMS AS acts as “data pump”, thus, the data streams between UE and 5GMS AS is subject for policing. But the 5GMS AF is handling the interactions with the 5G System, thus, when the Nnef_AFsessionWithQoS and / or NnefChargeableParty APIs do not support DNN / S-NSSAI, the 5GMS AF and 5GMS AS must be deployed on the same Data Network / same Network Slice.

SA4 accepts that only a 5GMSd AF residing in a trusted Data Network may use domain names for traffic identification in Release 16 (i.e. provision a PFD containing the domain name using the PFD Management API and then use the resulting application identifier to describe the traffic identification), and that a 5GMSd AF residing in an external Data Network, may not use domain names for this purpose in Release 16. SA4 has agreed the attached draft CR to finalize Release 16. SA4 prefers to remove the restrictions on the external 5GMSd AF in Release 17 by adding AF Application Identifier and DNN / S-NSSAI in the Nnef_AFsessionWithQos and the Nnef_ChargeableParty APIs.
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Actions
To SA2
ACTION: 
SA4 kindly asks SA2 to provide feedback on the feasibility of adding AF Application Identifier, a DNN and / or a S-NSSAI in the Nnef_AFsessionWithQos and the Nnef_ChargeableParty APIs. 
3
Dates of next TSG SA WG4 meetings
SA4#114E

19 May – 28 May 2021




Electronic meeting
SA4#115E

18 August – 27 August 2021



Electronic meeting



