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1 Introduction
The use case and requirements on “Mosaic Service” have been discussed and agreed at SA4#74. This document is providing additional use case descriptions and relevant requirements to enable the client to configure thematic mosaic channels, for instance, where users can view all sports channels or news channels on a single mosaic screen.
2 Use Cases
Section 2.1 proposes updated version of use case description “4.2.5.1.1 Use Case #2 –Mosaic Service” of [1] already agreed at SA4#75. Suggested addition is high-lighted in blue.
2.1  “4.2.5.1.1
Use Case #2 –Mosaic Service”
A mobile network operator offers “Mosaic channel service”, as an MBMS streaming service, as well as linear services like TV broadcast. A “mosaic channel” provides a mosaic of small video images that offers the access to the streaming services.

When a user taps a point on the mosaic screen, the pointed (small) video is highlighted and the associated audio is presented.

When the user flicks the screen, another mosaic channel appears. Mosaic channels can be provided as groups of thematically categorised channels, for example one mosaic containing only sports channels, the next containing only news channels, etc. In this way the user’s search and selection of a channel to view can be aided.
When the user double-taps a point on the mosaic screen, the pointed service is selected and the user exits the mosaic service. Then the video is presented on the full screen together with the audio.

3 Recommended Requirements & Evaluation Criteria
Section 3.1 proposes updated version of recommended requirements “4.2.5.2.2 Mosaic Service” of [1] already agreed at SA4#75. Suggested addition is high-lighted in blue.

3.1 Mosaic Service
It may be appropriate for the UE to be able to;
· Consume preferred mosaic channel over MBMS bearer. 

· switch between component audio streams as the active/highlighted thumbnail video stream is changed.
· resolve the source of original channel stream to consume when the user selects one of the video thumbnails.
4 Proposal
It is proposed to adopt proposed updates of use case description and recommended requirements in Section 2 and 3 into [1].
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