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1
Discussion
This is a pCR to TS 32.254 introducing the Definitions, Symbols and Abbreviations.
2
References

[1]
3GPP TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging".   

3
Rationale

This pCR proposes to introduce the Definitions, Symbols and Abbreviations in TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging". 
4
Detailed proposal

Propose to incorporate the following change into the TS 32.254[1].   
	1st  change


3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [100], TS 32.240[1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in either 3GPP TR 21.905 [100] or TS 32.240[1].
2G‑ / 3G‑: prefixes 2G‑ and 3G‑ refer to functionality that supports only GSM or UMTS, respectively, e.g. 2G‑SGSN refers only to the GSM functionality of an SGSN. 
NOTE 1:
When the term/prefix is omitted, reference is made independently from the GSM or UMTS functionality.

accounting: process of apportioning charges between the Home Environment, Serving Network and Subscriber.

billing: function whereby CDRs generated by the charging function(s) are transformed into bills requiring payment.

Billing Domain: part of the operator network, which is outside the telecommunication network, that receives and processes CDR files from the core network charging functions. 
NOTE 2: It includes functions that can provide billing mediation and billing or other (e.g. statistical) end applications. It is only applicable to offline charging (see "Online Charging System" for equivalent functionality in online charging).
CDR field categories: the CDR fields are defined in the present document. CDR fields may be operator provisionable and are divided into the following categories:

-
Mandatory (M): field that shall always be present in the CDR.

-
Conditional (C): field that shall be present in a CDR if certain conditions are met.

-
Operator Provisionable: Mandatory (OM): field that, if provisioned by the operator, shall always be present in the CDR.

-
Operator Provisionable: Conditional (OC): field that, if provisioned by the operator, shall be present in a CDR if certain conditions are met.
chargeable event: activity utilizing telecommunication network resources and related services for:

-
user to user communication (e.g. a single call, a data communication session or a short message); or

-
user to network communication (e.g. service profile administration); or

-
inter-network communication (e.g. transferring calls, signalling, or short messages); or

-
mobility (e.g. roaming or inter-system handover); and

-
that the network operator may want to charge for.

NOTE 3:
As a minimum, a chargeable event characterises the resource / service usage and indicates the identity of the involved end user(s).

charged party: user involved in a chargeable event who has to pay parts or the whole charges of the chargeable event, or a third party paying the charges caused by one or all users involved in the chargeable event, or a network operator.

charging: function within the telecommunications network and the associated OCS/BD components whereby information related to a chargeable event is collected, formatted, transferred and evaluated in order to make it possible to determine usage for which the charged party may be billed (offline charging) or the subscriber's account balance may be debited (online charging).

Charging Data Record (CDR): formatted collection of information about one or more chargeable event(s) (e.g. time of call set-up, duration of the call, amount of data transferred, etc) for use in billing and accounting. 
NOTE 4: 
For each party to be charged for parts of or all charges of the chargeable event(s) a separate CDR shall be generated, i.e. more than one CDR may be generated for a single chargeable event, e.g. because of its long duration, or because more than one charged party is to be charged.

charging event: set of charging information forwarded by the CTF towards the CDF (offline charging) or towards the OCS (online charging). 
NOTE 5:
Each charging event matches exactly one chargeable event.
charging function: entity inside the core network domain, subsystem or service that is involved in charging for that domain, subsystem or service.

delivery report: feedback information provided to an originator MMS User Agent by an MMS Relay/Server about the status of the delivery of an MM.

domain: part of a communication network that provides network resources using a certain bearer technology.

GSM only: qualifier indicating that this clause or paragraph applies only to a GSM system. 
NOTE 6:
For multi-system cases this is determined by the current serving radio access network.

in GSM,...: qualifier indicating that this paragraph applies only to GSM System.

in UMTS,...: qualifier indicating that this paragraph applies only to UMTS System.

inter-system change: change of radio access between different radio access technologies such as GSM, UMTS and LTE.

 "middle tier" (charging) TS: term used for the 3GPP charging TSs that specify the domain / subsystem / service specific, online and offline, charging functionality. 
offline charging: charging mechanism where charging information does not affect, in real-time, the service rendered.

online charging: charging mechanism where charging information can affect, in real-time, the service rendered and therefore a direct interaction of the charging mechanism with bearer/session/service control is required.

online charging system: the entity that performs real-time credit control. Its functionality includes transaction handling, rating, online correlation and management of subscriber account balances.

packet switched domain: domain within GSM/UMTS/LTE in which data is transferred in packet switched mode. Corresponds to the term "GPRS".

partial CDR: CDR that provides charging information on part of a subscriber session. A long session may be covered by several partial CDRs. 
NOTE 7:
Two formats are considered for Partial CDRs. One that contains all of the provisioned fields (FQPC); the second has a reduced format (RPC).

settlement: payment of amounts resulting from the accounting process.

subscriber: entity (associated with one or more users) that is engaged in a subscription with a service provider. 
NOTE 8:
The subscriber is allowed to subscribe and unsubscribe services, to register a user or a list of users authorised to enjoy these services, and also to set the limits relative to the use that associated users make of these services.

UMTS only: qualifier indicating that this clause or paragraph applies only to a UMTS system. 
NOTE 9:
For multi-system cases this is determined by the current serving radio access network.

user: entity, not part of the 3GPP System, that uses network resources by means of a subscription. 
NOTE 10:
The user may or may not be identical to the subscriber holding that subscription.

User Equipment (UE): device allowing a user access to network services. 
	Next change


3.2
Symbols

For the purposes of the present document, the following symbols apply:

Bapi
Reference point for the CDR file transfer from API interworking CGF to the BD.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Rf
Offline charging reference point between a SCEF and the CDF.
Ro
Online charging reference point between a SCEF and the CDF.
T8
Reference point between the SCFE and SCS/AS.
	Next  change


3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [100] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [100].

AS
Application Server

BD
Billing Domain

CDF
Charging Data Function

CGF
Charging Gateway Function

CTF
Charging Trigger Function

IE
Information Element

SCEF
Service Capability Exposure Function
SCS
Services Capability Server
	End of changes


