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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TS 28.531 Management and orchestration of networks and network slicing; Provisioning; Stage 1 v0.4.0.
[2]
3GPP TS 28.532 Management and orchestration of networks and network slicing; Provisioning; Stage 2 and Stage 3 v0.2.0.

3
Rationale

It proposes to add procedure of NF Instance Deallocation.
4
Detailed proposal

It proposes to make the following changes in TS 28.532 [2]
	Start


7.X Procedure of NF instance deallocation 
 The Figure 7.x-1 illustrates the procedure of deallocate NF instance.
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Figure 7.X-1: Network Function Instance Deallocation procedure
1)
Network Function Management Service Provider (NFMS_P) receives DeallocateNfRequest from Network Function Management Service Consumer (NFMS_C) with Identifier of MOI for NF instance.
2)
If the NF instance is virtualized or contains virtualized part, NFMS_P checks whether corresponding VNF instance needs to be terminated.
3)
If the VNF instance needs to be terminated, NFMS_P invokes VNF instance termination procedure as described in clause 4.2.4 in TS 28.526 [X].

4)
NFMS_P deletes the MOI for the NF instance.

5)
NFMS_P sends the DeallocateNfResponse to NFMS_C.
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[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[X]

3GPP TS 28.526: "Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Procedures".
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