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[bookmark: _Toc533611322][bookmark: _Toc533611339][bookmark: _Toc515614010][bookmark: _Toc533596676]5.1.5.1	PCC rules and chargeable events 
PCC rules can be activated, deactivated and modified at any time during the PDU session lifetime. The following attribute can be modified by the PCF in a dynamic PCC rule active in the SMF: Charging key, Service identifier, Sponsor Identifier, Application Service Provider Identifier, Measurement method and reporting level. The QoS Flow binding mechanism employed by the SMF upon operations on PCC rules, result in QoS Flows establishment, modification, or release. This is specified in TS 23.503 [202].
Activities on PCC rules and QoS Flows are not chargeable events. However, change of charging rule in PCC rules will lead to chargeable events "start of service data flow" and when this is the last service data flow for the original PCC rule, "termination of service data flow".
The charging key (i.e. Rating group) is a piece of information used to request online charging quotas as defined in TS 23.503 [202].non holding 
The PCC Rule can be used to indicate charging method, depending on indicated charging method the SMF can shoose the apporiate charging service. This means that if the method indicates “Online” the Converged Charging Service shall be selected. In the case “Offline” is indicated the Converged Charging Service shall be possible to select in the SMF but optionally the SMF may shoose to use the Offline Only Service.
	Second change


5.2.1.4	Flow Based Charging (FBC)
For FBC charging, the SMF categorizes the service data flows within PDU session data traffic by rating group and / or combination of the rating group and service id. The level of the reporting and charging method is defined per PCC rule. Details of this functionality are specified in TS 23.503 [202] and TS 32.240 [1].
NOTE:	The SMF can only include one QoS Information occurrence per combination of rating group/service id. This implies if an operator wishes to be able to separate usage according to 5QI and ARP for the same charging method, they will need to ensure that service data flows having different 5QI and ARP do not have the same:
-	rating group in cases where rating reporting is used;
-	rating group/service id where rating group/service id reporting is used.
When a service data flow is governed by a PCC Rule indicated with "Online" charging method, quota management is required before service delivery for controlling this service data flow to be able to start or continue. There is also a special case of "Online" where the SMF may allow traffic to start before quota management.
When a service data flow is governed by a PCC Rule indicated with "Offline" charging method, quota management is not required for this service data flow. Usage reporting is required for this service data flow without affecting the delivery. There is also a possibility for the SMF to trigger an "Offline" only service for this PCC Rule instead of the Converged Charging, see clause 5.1.5.2.
According to TS 23.503 [202], FBC shall support different charging models per PCC rule. These charging models may be based on volume and/or time and on number of events matching a specific service data flow template in PCC rule. When a chargeable event occurs for which quota needs to be requested by the SMF to the CHF, the type of requested quota may depend on measurement method configured for the PCC rule.
In general, the charging of a service data flow shall be linked to the PDU session under which the service data flow has been activated. 
The amount of data counted shall be the user plane payload at the UPF separated between UL and DL.
For PDU session specific charging, time metering shall start when PDU session is activated.
Table 5.2.1.4.1 summarizes the set of default trigger conditions and their category which shall be supported by the SMF. For "immediate report" category, the table also provides the corresponding Charging Data Request [Initial, Update, Termination] message sent from SMF towards the CHF.
	End of changes



