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1          Decision/action requested
To approve theattached interface definition of updating a policy.
2 
References

3          Rationale
Add interface definition text of updating a policy to the skeleton.
4         Detailed proposal

First change.
9
Policy management interface definitions
9.4
Update a policy

9.4.1
Input parameters

The input parameters sent when invoking the operation shall follow the indications provided in table below.

	Parameter
	Qualifier
	Cardinality
	Content
	Description 

	policyInfoId
	M
	1
	string
	Identifier of the policy information created by the EM.

	designer
	M
	1
	String
	Human readable name of designer of the policy.

	name
	M
	1
	String
	Human readable name of the policy.

	version
	M
	1
	Version
	Version of the policy.

	EMId
	M
	0..1
	Identifier
	Identifier of the EM which enforces the policy.

	policy
	M
	1
	Not specified
	Specifies the policy. See notes 1.

	NOTE 1: An identifier for uniquely identifying the policy is included in the policy.


9.4.2
Output parameters

The output parameters returned by the operation shall follow the indications provided in table below.

	Parameter
	Qualifier
	Cardinality
	Content
	Description 

	policyInfoId
	M
	1
	string
	Identifier of the policy information created by the EM.


9.4.3
Results

In case of success, the corresponding policy information is updated by the EM. In case of failure, appropriate error information is returned.

End of changes.
