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	Start of 1st modified section in TS 28.533


6	Use cases and requirements
6.1	Use cases
6.1.X	MnS capability query
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	[bookmark: _GoBack]MnS consumer to receive one or more MnS capability information.
	

	Actors and Roles
	MnS consumer.
	

	Telecom resources
	MnS producer

	

	Assumptions
	MnS consumer is authorized to access MnS.
	

	Pre-conditions
	One or more MnS capability is offered by MnS producer.
	

	Begins when 
	MnS consumer wants to access one or more MnS capability.
	

	Step 1 (M)
	MnS consumer sends MnS capability query request to MnS producer 
	

	Step 2 (M)
	MnS producer decides which MnS capability satisfys the received MnS capability query request.
	

	Step 3 (M)
	MnS producer sends one or more MnS capability information to MnS consumer.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	MnS consumer can access one or more MnS capability.
	

	Traceability 
	REQ-MnSD-FUN-X
	



	[bookmark: _Toc384916784][bookmark: _Toc384916783]Start of 2nd modified section in TS 28.533


6	Use cases and requirements
6.1	Use cases
6.2	Requirements
[bookmark: _Toc532455291]6.2.1	Requirements for MnS discovery service
REQ-5GDMS-FUN-X	MnS producer shall have the capability allowing its authorized consumer to query a MnS for one or more MnS capability information.
	End of modification in TS 28.533





