1

3GPP TSG-SA5 (Network Management) 

fm ad hoc 
[image: image1.png]



Tdoc S5F000069

Title:
Comments on Alarm IRP: IS for alarm information carried in notifyAckStateCanged,  notifyClearedAlarm and notifyChangedAlarm.




Source:
Ericsson




Agenda item:
S5 FM




Document for:
Discussion and Decision







Category:
Comments / Contribution to Alarm IRP: IS




Document Summary:
It identifies ambiguities in creation of information content for notifyAckStateChanged, notifyClearedAlarm and notifyChangedAlarm.




Specification(s) involved:





Background

Agent emits notifyNewAlarm to report a new active alarm.  Agent emits notifyAckStateChanged, notifyClearedAlarm or notifyChangedAlarm to report some alarm information of the active alarm has changed.

Ambiguities

The Alarm IRP: IS is not explicit stating that notifyAckStateChanged, notifyClearedAlarm and notifyChangedAlarm shall contain all and not just the changed information (compared to the original alarm information).

Proposal

Add the following paragraph in section 5.3.3, 5.3.4 and 5.3.5.  The added paragraph is before the table of that section.

“The information carried in this notification contains all attributes that are filterable and are present in the original notifyNewAlarm.“

Add “See clause 5.4.6 Alarm Information.” to row:AlarmInformationBody column:Purpose of the Table 8, 9, 10.

Remove “See clause 4.4.6” from row:AlarmInformationBody column:Purpose of Table 8.
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