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	1st  Change


[bookmark: _Toc10556574][bookmark: _Toc35938218][bookmark: _Toc27411236]5.1.X	Performance management supporting multiple tenants in the NSaaS scenario
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	[bookmark: OLE_LINK18]To enable the tenant obtain their own network slice performance data individually in the Network Slice as a Service (NSaaS) scenario.
	

	Actors and Roles
	Tenant plays the role of network slice performance data consumer
	

	Telecom resources
	Network slice performance data provider
Network slice subnet data provider

	

	Assumptions
	N/A

	

	Pre-conditions
	The tenant related S-NSSAI(s) is configured for network slice and corresponding network slice subnet and NF
	

	Begins when 
	The authorized network slice performance data consumer(s) (i.e. tenant) request the network slice performance data provider to report his own performance data.
	

	Step 1 (M)
	Network slice performance data provider request the network slice subnet performance data provider report the network slice subnet and/or network function performance data with information indicating the performance data needs to be collected in S-NSSAI granuarity and the tenant related S-NSSAI(s). 
	

	Step 2 (M)
	Network slice subnet performance data report the network slice subnet performance data, and the network slice subnet performance data in S-NSSAI granularity should be included (i.e. the tenant related S-NSSAI(s) is included in the network slice subnet performance data)
	

	Step 3 (M)
	Based on the network slice subnet performance data for the tenant related S-NSSAI(s), the network slice performance data provider derive the network slice performance data for the tenant (e.g. calculate the network slice performance data based on all the network slice subnet performance data related to tenant related S-NSSAI(s)).
	

	Ends when 
	Network slice performance data provider report the tenant’s own network slice performance data to the tenant, the S-NSSAI information may be included.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	Tenant obtain their own network slice performance data individually in the Network Slice as a Service (NSaaS) scenario.
	

	Traceability 
	REQ-PM_NSI-FUN-X
	




	2nd   Change



[bookmark: _Toc19894068][bookmark: _Toc27411248][bookmark: _Toc35938230]5.2.X	Requirements for performance management supporting multiple tenants
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]REQ-PM_NSI-FUN-X	The network slice performance data provider shall have the capability to allow its authorized consumer(s) (act the role of tenant) to obtain its own network slice performance data individually in the Network Slice as a Service scenario.
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