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1. Overall Description:

TSG SA WG5 thanks RAN3 for their LS reply on energy efficiency and would like to provide the following feedback:
1. With regard to the following (excerpt from R3-205657):
‟RAN3 would like to point out that if gNB-DUs are distributed in different sites, the metric above is not able to measure energy efficiency per site.”
( In Release 16, SA5 did not aim to define per RAN site EE KPI. Instead, SA5 aimed at defining per gNB EE KPI, as per ETSI ES 203 228.
2. With regard to the following (excerpt from R3-205657):

‟RAN3 would like to point out that the measurements in 1) and in 2), aggregated at gNB level, may not be the same because the measurement in 2) only takes into account the Energy Efficiency for each gNB-DU site.
”
( SA5 agrees with this analysis.

3. With regard to the following (excerpt from R3-205657):

‟RAN3 has converged on the following agreements:
In split gNB architecture Energy Efficiency measurements are calculated based on RLC SDU Data Volume measurements; non-split architecture is FFS

Therefore, RAN3 would like to ask SA5 whether it is feasible to specify data volume reporting at RLC SDU level. ”
( SA5 currently has no plan to define EE KPI per site either in its Rel-16 work item EE_5G or in its Rel-17 work item EE5GPLUS, therefore so far SA5 does not see the need to specify the performance measurements related to RLC SDU Data Volume for the EE KPI per gNB. SA5 thinks it’s not within 3GPP scope to define any site EE KPI, as sites can be composed of various types of ‘equipment’, incl. belonging to the mobile network, fixed network, site equipment, edge computing, etc.
4. With regard to the following (excerpt from R3-205657):

‟RAN3 would also like to ask SA5 to evaluate whether the UL/DL PDCP SDU Data Volume per interface measurements in clause 5.1.3.6.2.2 and clause 5.1.3.6.2.3 of TS 28.552 can be used to calculate the data volume consumed at a gNB-DU.”
( The UL/DL PDCP SDU Data Volume per interface measurements in clause 5.1.3.6.2.2 and clause 5.1.3.6.2.3 of TS 28.552 are measured at the gNB-CU-UP level, i.e. with no per gNB-DU split. Consequently, they can’t be used to calculate the data volume consumed at a gNB-DU.
2. Actions:

To RAN3: Please provide feedback on the above analysis.
3. Date of Next TSG-SA WG5 Meetings:
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