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1
Decision/action requested

The group is asked to approve the proposal.
2
References

[1]
3GPP TR 28.809 
3
Rationale

This contribution provides an overview of current use cases in TR 28.809.
4
Detailed proposal

This contribution proposes to make the following changes in [1].

	1st Change


7.x 
Overview of use cases
There are 29 use cases received in this document. 
	Issues
	Use case
	Clause 
	No. of use case
	Evaluation of solution
	Cross Domain
	RAN Domain
	CN Domain

	Coverage related issues
	Coverage issue analysis
	6.1.1.1
	UC#1.1
	Feasible to cover use case
	　
	Yes
	　

	Resource related issues
　
　
　
	RAN user plane congestion analysis
	6.2.1.1
	UC#2.1
	
	　
	Yes
	　

	
	Resource utilization analytics
	6.2.2.1
	UC#2.2
	Feasible to cover use case
	Yes
	Yes
	Yes

	
	Cross-slice resource optimization
	6.2.3.1
	UC#2.3
	
	Yes
	Yes
	Yes

	
	NAS level congestion control optimization
	6.2.4.1
	UC#2.4
	Feasible to cover use case
	　
	
	Yes

	
	Slice Coverage Optimization
	6.2.5.1
	UC#2.5
	Feasible to cover use case
	
	
	

	SLS assurance related issues
　
　
　
　
　
　
	E2E latency analysis
	6.3.1.1
	UC#3.1
	Feasible to cover use case
	Yes
	　Yes
	Yes

	
	Network slice load analysis
	6.3.2.1
	UC#2.1
	Feasible to cover use case
	Yes
	　Yes
	Yes

	
	Service experience analysis
	6.3.3.1
	UC#3.2
	Feasible to cover use case
	Yes
	　Yes
	Yes

	
	Network slice throughput analysis
	6.3.4.1
	UC#3.3
	Feasible to cover use case
	Yes
	Yes
	

	
	Uplink/downlink throughput per UE in network slice analysis
	6.3.5.1
	UC#3.4
	
	　
	Yes
	Yes

	
	KPI anomaly analysis
	6.3.6.1
	UC#3.5
	Feasible to cover use case
	Yes
	Yes
	Yes

	
	Jitter analysis
	6.3.7.1
	UC#3.6
	
	　
	
	

	Fault management related issues
　
	Alarm incident analysis
	6.4.1.1
	UC#4.1
	Feasible to cover use case
	　
	Yes
	Yes

	
	Fault prediction analysis
	6.4.2.1
	UC#4.2
	Feasible to cover use case
	　
	Yes
	Yes

	
	Alarm malfunction analytics
	6.4.3.1
	UC#4.3
	Feasible to cover use case
	　
	Yes
	Yes

	Mobility management related issues
　
　
　
　
	Handover optimization
	6.5.1.1
	UC#5.1
	Feasible to cover use case
	　
	Yes
	Yes

	
	Inter-gNB Beam Selection Optimization
	6.5.2.1
	UC#5.2
	Feasible to cover use case
	　
	Yes
	

	
	Load Balancing optimization
	6.5.3.1
	UC#5.3
	Feasible to cover use case
	　
	Yes
	

	
	Mobility performance analysis
	6.5.4.1
	UC#5.4
	Feasible to cover use case
	　
	Yes
	

	
	Handover optimization based on UE trajectory
	6.5.5.1
	UC#5.5
	
	　
	Yes
	

	Energy efficiency related issues
	MDA assisted energy saving
	6.6.1.1
	UC#6.1
	
	　
	Yes
	Yes

	Paging performance related issues
	Paging optimization
	6.7.1.1
	UC#7.1
	
	　
	Yes
	Yes

	Software management related issues
	RAN Node Software Upgrade
	6.8.1.1
	UC#8.1
	
	　
	Yes
	　

	MDA assisted SON coordination
	SON conflict prevention and resolution
	6.9.1.1
	UC#9.1
	Feasible to cover use case
	　
	Yes
	　

	Security related issues
	Security risk assessment
	6.10.1.1
	UC#10.1
	Feasible to cover use case
	　
	Yes
	Yes

	Traffic projection
	Network slice traffic projection
	6.11.1.1
	UC#11.1
	
	Yes
	　Yes
	Yes

	MDA management aspects
　
	ML model training for MDA
	6.99.1.1
	UC#99.1
	
	Yes
	　Yes
	Yes

	
	
	
	
	
	
	
	


7.x.1 Table: the summary table of MDA use cases
	End of changes


