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	It would be beneficial if the ACL can target a particular location while assuring the SLS. Strict SLS assurance for a service can be provided using ACL for a high-valued vertical customer present in a particular location. The example of this may include SP assuring assurance goal of guaranteed throughput for an eMBB service inside a customer premises.
Further, it would be even beneficial to target particular UE(s) in a particular location for SLS assurance. Strict SLS assurance can be provided for a VIP customer(s) present in a particular location. The example of this may include SP assuring assurance goal of guaranteed throughput for an eMBB service for a particular UE(s) inside a customer premises
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	1st Modified Section


6.1.x
Targeted Assurance Closed Control Loop.
The goal of this use case is to provide the consumer of an assurance closed loop the ability to set targets (example location, UEs) per assurance goal(s) of an ACCL. This implies that an ACCL will be assuring goal(s) pertaining to the configured targets only. The SLS requirement may come for a particular location. It would be beneficial if the ACL can target a particular location while assuring the SLS. Strict SLS assurance for a service can be provided using ACL for a high-valued vertical customer present in a particular location. This will require configuring the ACL accordingly and would need ACL to collect the performance measurements, while monitoring the network, for the same target location. The example of this may include SP assuring assurance goal of guaranteed throughput for an eMBB service inside a customer premises.

Editors Note: Relation of this use case and use case in clause 6.1.1 needs to be clarified, whether to merge is FFS. 
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6.2
Requirements

REQ-CSA-CON-XX The 3GPP Management System shall have the ability to provide SLS assurance within a particular location.
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