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	1st Modified Section


[bookmark: _Toc516654943][bookmark: _Toc28278134][bookmark: _Toc36134409][bookmark: _Toc44686894][bookmark: _Toc51928664][bookmark: _Toc51929233][bookmark: _Toc75173332]5.10.7	Event Threshold for Event A2
The parameter is mandatory if the report trigger parameter is configured for A2 event reporting or A2 event triggered periodic reporting and the job type parameter is configured for Immediate MDT or combined Immediate MDT and Trace. 
For trigger quantity RSRP:
Detailed definition of the parameter for LTE is in  TS 36.331 [32].
	
-	The parameter is an Integer number between 0-97.
Detailed definition of the parameter for NR is in  TS 38.331 [43].

-	The parameter is an Integer number between 0-127.
For trigger quantity RSRQ:
Detailed definition of the parameter for LTE is in 3GPP TS 36.331 [32].
The parameter is an Integer number between 0-34.
Detailed definition of the parameter for NR is in 3GPP TS 38.331 [43].
The parameter is an Integer number between 0-127.
For trigger quantity SINR:
Detailed definition of the parameter for LTE is in 3GPP TS 36.331 [32]

The parameter is an Integer number between 0-127.
Detailed definition of the parameter for NR is in 3GPP TS 38.331 [43].
The parameter is an Integer number between 0-127

	2nd Modified Section



5.10.7a	Event Threshold for RSRQVoid
The parameter is mandatory if the report trigger parameter is configured for A2 event reporting or A2 event triggered periodic reporting and the job type parameter is configured for Immediate MDT or combined Immediate MDT and Trace. 
Detailed definition of the parameter for LTE is in 3GPP TS 36.331 [32].
The parameter is an Integer number between 0-34.
Detailed definition of the parameter for NR is in 3GPP TS 38.331 [43].
The parameter is an Integer number between 0-127.

	End of Modified Section



