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	First modification



5.1.x	MnS of alarm notification provided to tenant
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable MnS of alarm notification for vertical enterprise (tenant) to notify the particular alarm notifications of network slice.
	

	Actors and Roles
	MnS producer of fault management for network slice and vertical consumer.
MnS Consumer of fault management for network slice, as tenant in this use case 
	

	Telecom resources
	Fault management service producer
Exposure governance that is capable to provide fault management service to tenant.
	

	Assumptions
	The vertical enterprise (tenant) as MnS consumer is authorized to consume fault management service of network slice.
The alarm(s) are generated by 3GPP management system regarding particular S-NSSAI, or network slice instance ID.
The MnS consumer is capable to consumer the FM MnS as the exposure governance is capable to provide the FM MnS for this tenant.
	

	Pre-conditions
	The exposure governance is capable to provide MnS for tenant, as the MOI of tenant is available.
The MnS consumer, as tenant in this context, is authorized to consume fault management service.
	

	Begins when 
	The MnS consumer wants to obtain the alarm event by subscribing alarm notifications regarding consumed network slice(s).
	

	Step 1 (M)
	The MnS consumer informs exposure governance that it wishes to receive alarm notifications for specific network slice(s).
The exposure governance check credential of MnS consumer and authorization of the MnS consumer for FM MnS.
	

	Step 2 (M)
	The management function (e.g., the exposure governance) is capable to subscribe alarm notification of network slice via FM MnS to other management functions.
	

	Step 3 (O)
	The exposure governance subscribes alarm notification of network to other management function(s) to obtain alarm event(s) of network slice.
	

	Step 4 (M)
	FM MnS provides alarm notification for parituclar subscribed alarm event to MnS consumer.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	The vertical MnS consumer is authroized has be notified the alarm event(s) via FM MnS.
	

	Traceability 
	REQ-FSDR_NSI-FUN-1Y, REQ-FSDR_NSSI-FUN-1Y
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[bookmark: _Toc520896353][bookmark: _Toc523091101][bookmark: _Toc44341702][bookmark: _Toc44341930][bookmark: _Toc74816369]5.2.1	Requirements for fault supervision data report service for NSI
REQ-FSDR_NSI-FUN-1	The fault supervision data report service for NSI shall have the capability to provide alarm notifications of an NSI to its authorized consumer.
REQ-FSDR_NSI-FUN-2	The fault supervision data report service for NSI shall have the capability to allow its authorized consumer to subscribe the alarm notifications of an NSI.
REQ-FSDR_NSI-FUN-3	The fault supervision data report service for NSI shall have the capability to allow its authorized consumer to unsubscribe the alarm notifications of an NSI.
REQ-FSDR_NSI-FUN-4	The fault supervision data report service for NSI shall have the capability to allow its authorized consumer to provide the filter for alarm notifications.
REQ-FSDR_NSI-FUN-5	The fault supervision data report service for NSI shall have the capability to provide the alarm list of an NSI.
REQ-FSDR_NSI-FUN-6	The fault supervision data report service for NSI shall have the capability to allow its authorized consumer to provide the filter for the alarms.
REQ-FSDR_NSI-FUN-7	The fault supervision data report service for NSI shall have the capability to provide changed alarm notifications of an NSI to its authorized consumer.
REQ-FSDR_NSI-FUN-8	The fault supervision data report service for NSI shall have the capability to provide cleared alarm notifications of an NSI to its authorized consumer.
REQ-FSDR_NSI-FUN-9	The fault supervision data report service for NSI shall have the capability to provide new generated alarm notifications of an NSI to its authorized consumer.
REQ-FSDR_NSI-FUN-10	The fault supervision data report service for NSI shall have the capability to provide alarm list rebuilt notifications to its authorized consumer whenever the alarm list is rebuilt.
REQ-FSDR_NSI-FUN-1Y	 The 3GPP management system should have the capability for the tenant MnS consumer to subscribe alarm notification of NSI.

	Next modification



[bookmark: _Toc518217791][bookmark: _Toc523091103][bookmark: _Toc44341704][bookmark: _Toc44341932][bookmark: _Toc74816371]5.2.3	Requirements for fault supervision data report service for NSSI
REQ-FSDR_NSSI-FUN-1	The fault supervision data report service for NSSI shall have the capability to provide alarm notifications of a network slice subnet instance to its authorized consumer.
REQ-FSDR_NSSI-FUN-2	The fault supervision data report service for NSSI shall have the capability to allow its authorized consumer to subscribe the alarm notifications of an NSSI.
REQ-FSDR_NSSI-FUN-3	The fault supervision data report service for NSSI shall have the capability to allow its authorized consumer to unsubscribe the alarm notifications of an NSSI.
REQ-FSDR_NSSI-FUN-4	The fault supervision data report service for NSSI shall have the capability to allow its authorized consumer to provide the filter for alarm notifications.
REQ-FSDR_NSSI-FUN-5	The fault supervision data report service for NSSI shall have the capability to provide the alarm list of an NSSI.
REQ-FSDR_NSSI-FUN-6	The fault supervision data report service for NSSI shall have the capability to allow its authorized consumer to provide the filter for the alarms.
REQ-FSDR_NSSI-FUN-7	The fault supervision data report service for NSSI shall have the capability to provide changed alarm notifications of an NSSI to its authorized consumer.
REQ-FSDR_NSSI-FUN-8	The fault supervision data report service for NSSI shall have the capability to provide cleared alarm notifications of an NSSI to its authorized consumer.
REQ-FSDR_NSSI-FUN-9	The fault supervision data report service for NSSI shall have the capability to provide new generated alarm notifications of an NSSI to its authorized consumer.
REQ-FSDR_NSSI-FUN-10 The fault supervision data report service for NSSI shall have the capability to provide alarm list rebuilt notifications to its authorized consumer whenever the alarm list is rebuilt
REQ-FSDR_NSSI-FUN-1y The 3GPP management system should have the capability for the tenant MnS consumer to subscribe alarm notification of NSSI.

	Next modification



