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Start of first change
[bookmark: _Toc44516371][bookmark: _Toc45272686][bookmark: _Toc51754681][bookmark: _Toc105590138]4.3.30.2	Attributes
The TraceJob IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute Name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	jobType
	M
	T
	T
	F
	T

	listOfInterfaces
	CO
	T
	T
	F
	T

	listOfNeTypes
	CM
	T
	T
	F
	T

	plmnTarget
	CM
	T
	T
	F
	T

	traceReportingConsumerUri
	CM
	T
	T
	F
	T

	traceCollectionEntityIpAddress
	CM
	T
	T
	F
	T

	traceDepth
	CM
	T
	T
	F
	T

	traceReference
	M
	T
	T
	F
	T

	traceRecordingSessionReference
	M
	T
	T
	F
	T

	jobId
	OM
	T
	T
	T
	T

	traceReportingFormat
	M
	T
	T
	F
	T

	traceTarget
	M
	T
	T
	F
	T

	triggeringEvents
	CM
	T
	T
	F
	T

	anonymizationOfMdtData
	CM
	T
	T
	F
	T

	areaConfigurationForNeighCell
	CO
	T
	T
	F
	T

	areaScope
	CO
	T
	T
	F
	T

	collectionPeriodRrmLte
	CM
	T
	T
	F
	T

	collectionPeriodM6Lte
	CM
	T
	T
	F
	T

	collectionPeriodM7Lte
	CM
	T
	T
	F
	T

	collectionPeriodRrmUmts
	CM
	T
	T
	F
	T

	collectionPeriodRrmNr
	CM
	T
	T
	F
	T

	collectionPeriodM6Nr
	CM
	T
	T
	F
	T

	collectionPeriodM7Nr
	CM
	T
	T
	F
	T

	beamLevelMeasurement
	CM
	T
	T
	F
	T

	eventListForEventTriggeredMeasurement
	CM
	T
	T
	F
	T

	eventThreshold
	CM
	T
	T
	F
	T

	listOfMeasurements
	CM
	T
	T
	F
	T

	loggingDuration
	CM
	T
	T
	F
	T

	loggingInterval
	CM
	T
	T
	F
	T

	eventThresholdL1
	CM
	T
	T
	F
	T

	hysteresisL1
	CM
	T
	T
	F
	T

	timeToTriggerL1
	CM
	T
	T
	F
	T

	mbsfnAreaList
	CM
	T
	T
	F
	T

	measurementPeriodLte
	CM
	T
	T
	F
	T

	measurementPeriodUmts
	CM
	T
	T
	F
	T

	measurementQuantity
	CM
	T
	T
	F
	T

	eventThresholdUphUmts
	CO
	T
	T
	F
	T

	plmnList
	CO
	T
	T
	F
	T

	positioningMethod
	CO
	T
	T
	F
	T

	reportAmount
	CM
	T
	T
	F
	T

	reportingTrigger
	CM
	T
	T
	F
	T

	reportInterval
	CM
	T
	T
	F
	T

	reportType
	CM
	T
	T
	F
	T

	sensorInformation
	CO
	T
	T
	F
	T

	traceCollectionEntityId
	CM
	T
	T
	F
	T
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