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	1st Change


4.2.1
Class diagram for gNB and en-gNB

4.2.1.1
Relationships
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Figure 4.2.1.1-8: NRM fragment for pre-configured 5QIs in NG-RAN
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Figure 4.2.1.1-16: NRM fragment for dynamically assigned 5QIs in NG-RAN

	2nd Change


4.3.1 GNBDUFunction
4.3.1.1
Definition

For non-split NG-RAN deployment scenario, this IOC together with GNBCUCPFunction IOC and GNBCUUPFunction IOC provide the management of gNB defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 

For 2-split and 3-split NG-RAN architecture, this IOC provides the management representation of gNB-DU defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 

The following table identifies the necessary end points required for the representation of gNB and en-gNB, of all deployment scenarios.

	Req

Role


	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.

	en-gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.


4.3.1.2
Attributes

The GNBDUFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	gNB​DUId
	M
	T
	T
	F
	T

	gNBDUName
	O
	T
	T
	F
	T

	gNBId
	CM
	T
	T
	F
	T

	gNBIdLength 
	CM
	T
	T
	F
	T

	rimRSReportConf
	O
	T
	F
	T
	T

	Attribute related to role
	
	
	
	
	

	configurable5QISetRef
	O
	T
	T
	F
	T

	dynamic5QISetRef
	O
	T
	F
	F
	T


4.3.1.3
Attribute constraints

None.

4.3.1.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
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