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1	Decision/action requested
This pCR is to add a new Key Issue on SBI between UE CHF and Tenant CHF
2	References
[1]		3GPP TR 32.847 "Study on Charging Aspects for Network Slicing Phase 2" 
3	Rationale
[bookmark: _Hlk117434051]This pCR is to add a new Key Issue on SBI between UE CHF and Tenant CHF. 
4	Detailed proposal
The following changes are proposed to be incorporated into TR 32.847 [1]  
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[bookmark: _Toc112317681][bookmark: _Toc112320383][bookmark: _Toc112317694][bookmark: _Toc112320396][bookmark: _Toc103720650]
[bookmark: _Toc66126521][bookmark: _Toc72418120][bookmark: _Toc72739207][bookmark: _Toc112317664][bookmark: _Toc119935456]6.x	Key Issue #x: Service based interface between UE CCS and Tenant CCS
[bookmark: _Toc66126522][bookmark: _Toc72418121][bookmark: _Toc72739208][bookmark: _Toc112317665][bookmark: _Toc119935457]6.x.1	General Description
This Key Issue is for investigating on the selection for the service based interface between UE CCS and Tenant CCS to support solutions introduced with this distributed architecture under Key Issue #3, Key Issue #6 and Key Issue #7. 
The investigation covers the following main capabilities for the service:
· Individual UE charging information from UE CCS to Tenant CCS: e.g. UE PDU session charging information in solution #3.1;
· UE CHF configured with indication on "dependency between UE charging and NS Charging": e.g. NS duration charging in solutions #7.2;
-	NS Tenant Charging information exchanged between UE CHF and Tenant CHF in both directions: e.g. UE charging conditioned to NS charging information in solutions #6.1;

This key issue relates to when standard interface between UE CCS and Tenant CCS is required.
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