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	Reason for change:
	The charging principals and charging scenarios for edge enabling infrastructure usage charging include data volumes, however they are missing from the definition of edge enabling infrastructure resource usage information

	
	

	Summary of change:
	The proposal is to add incoming and outgoing data volumes in Edge Enabling Infrastructure Resource Usage Charging information.
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	There can be confusion on the implementation of EAS Infrastructure Usage Charging events between CHF and consumers.
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[bookmark: _Toc106264913][bookmark: _Toc106286629][bookmark: _Toc106286811][bookmark: _Toc106286953][bookmark: _Toc106287237]6.1.2.1.2	Definition of edge enabling infrastructure resource usage specific charging information
Specific charging information used for edge enabling infrastructure resource usage charging is provided within the Edge Enabling Infrastructure Resource Usage Charging Information.
The detailed structure of the Edge Enabling Infrastructure Resource Usage Charging Information can be found in table 6.1.2.1.2-1.
Table 6.1.2.1.2-1: Structure of Edge Enabling Infrastructure Resource Usage Charging Information
	Information Element
	Category
	Description

	Mean Virtual CPU Usage
	OM
	This field holds the information of mean virtual CPU usage for the EAS, see VR.VCpuUsageMean in clause 5.7.1.1.1 of 3GPP TS 28.552 [13].

	Mean Virtual Memory Usage
	OM
	This field holds the information of mean virtual memory usage for the EAS, see VR.VMemoryUsageMean in clause 5.7.1.2.1 of 3GPP TS 28.552 [13].

	Mean Virtual Disk Usage
	OM
	This field holds the information of mean virtual disk usage for the EAS, see VR.VDiskUsageMean in clause 5.7.1.2.1 of 3GPP TS 28.552 [13].

	Incoming Data Volume
	OM
	This field holds the information of number of incoming bytes received by the EAS, see DataVolum.InBytesEAS in clause 5.7.2.1 of 3GPP TS 28.552 [13]

	Outgoing Data Volume
	OM
	This field holds the information of number of outgoing bytes transmitted from the EAS, see DataVolum.OutBytesEAS in clause 5.7.2.2 of 3GPP TS 28.552 [13]

	Duration Start Time
	OM
	This field holds the start time of the collection period, see 3GPP TS 28.550 [14].

	Duration End Time
	OM
	This field holds the end time of the collection period, see 3GPP TS 28.550 [14].
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