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2. INTRODUCTION

The intent of this contribution is to document a number of editorial comments on the latest version of TS 32.106-5 [1].

3. COMMENTS

1. Clause 3.2: Add “EM”, “NM”, “RNC” and “IUB” to abbreviation list.
2. Clause 5: Figure 3: Fix the text so “Solution” is spelled out.
3. Clause 6.3.1.2: Please add the following statement below Figure 6: “Note 2: The listed numbers represent steady-state numbers and may not reflect all managed object creation and deletion scenarios.”
4. Clause 6.3.2.2: Change “be contained” to “is contained”.
5. Clause 6.3.2.2: Table 11: Not clear if managed element type entry should be included or deleted.
6. Clause 6.3: The font type for managed object names needs to be consistent throughout this section. Sometimes they are intermixed types, as an example, “3GManagedElement”.
7. Clause 6.4.1.2: Figure 8: Use the same + notation with “Connected to” as used with “+Manages by”.
8. Clause 6.4.2.1 (first): Include a reference to more information on RNC. Remove double period.
9. Clause 6.4.2.1 (second): Include a reference to more information on NodeB. Renumber clause.
10. Clause 6.4.2.2: Include a reference to more information on UtranCell. Renumber clause.
11. Clause 6.4.2.3: Renumber table as 18. Change “iubLinkID” to “iubLinkId”. Include a reference to more information on IubLink. Renumber clause.
12. Clause 6.4.3.1: Delete this clause, it isn’t UMTS specific.
13. Clause 6.4.3.2: Mark the title as (M).
14. Annex B: It needs to be made clearer that the network configurations shown are specific to the UMTS network resource model. It is recommended that the Annex title be changed to “Annex B (informative): Supported UMTS network configurations”. Similarly, change “NRM” to “UMTS NRM” in the next sentence and figure label.

15. Annex B:  Update the picture to include configuration labels, as example:
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16. Annex B: Update the table to include the other managed objects, as example (note ManagementNode is spelled out):

	MOC
	Config. 1
	Config. 2
	Config. 3
	Config. 4

	3GSubNetwork
	1
	1
	1
	0..1

	ManagementNode
	1
	1
	0
	0

	3GManagedElement
	1..N
	1..N
	1..N
	1

	MEContext
	0..M
	0..M
	0..M
	0..1

	RNCFunction
	1..P
	1..P
	1
	0..1

	NodeBFunction
	1..Q
	1..Q
	1..(N-1)
	0..1

	IubLink
	1..Q
	1..Q
	1..(N-1)
	0

	UtranCell
	1..R
	1..R
	1..R
	1..R


17. Update the table label number and make sure it reflects R99 specific UMTS NRM, i.e., “Table 19: Number of instances for each R99 configuration in figure 9”.

4. Questions

1. Clause 6.4.1.2: Figure 8: When does a RNC not have a UtranCell in a steady-state picture?

2. Annex B: Is having a UtranCell alone a valid configuration?
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