Page 1



	3GPP TSG-SA5 (Telecom Management)

Meeting #22, Paris, Setember 2001
	S5-0104xy
S5C010351


	CR-Form-v4

	CHANGE REQUEST

	

	(

	32-622
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Refine the definition for managedElementType attribute of ManagedElement

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	
	
	Date: (

	August 8, 2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Current definition is not future-proof.  List of allowed legal values is incomplete.

	
	

	Summary of change:
(

	Remove explicit listing of all legal values.  Use rule to define the range of legal values.

	
	

	Consequences if 
(

not approved:
	We need to upgrade this list of legal values everytime we have decided on a new ME functionality.

Vendor proprietary ME functionality will not be represented by the list (of legal values).

	
	

	Clauses affected:
(

	Table 17.

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


Table 17: Attributes of  ManagedElement
	Name
	Qualifier
	Description

	managedElementId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the ManagedElement object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	dnPrefix
	READ- ONLY, C
	It carries the DN Prefix information as defined in Annex C of 32.300 [13]. It shall only be specified if the instance of ManagedElement is a local root instance of the MIB. Otherwise the value shall carry the NULL semantics.

	managedElementType
	READ-ONLY, M
	The type of managed element. It is a multi-valued attribute with one or more elements. Thus, it may represent one ME functionality, e.g. an RNC, or a combination of more than one functionality e.g. an MSC and a HLR. 


Each element is the name of the IOC that has the following characteristics.

· The instance is contained by the ManagedElement (this) IOC.  
· The name is the concrete (not the abstract class such as ManagedFunction) class name.
· This concrete class is a subclass of ManagedFunction or its subclass(es).
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