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Change in Table 5.1

Table 5.1: Accounting Request messages triggered by SIP Methods or ISUP Messages
for all IMS nodes except for MRFC and AS

	Diameter message
	Triggering SIP Method /ISUP message
	Mandatory/Configurable

	ACR [Start]
	SIP 200 OK acknowledging an initial SIP INVITE
	Configurable

	
	ISUP:ANM (applicable for the MGCF)
	Mandatory

	ACR [Interim]
	SIP 200 OK acknowledging a SIP
RE-INVITE [e.g. change in media components]
	Configurable

	
	Expiration of AVP [Acct-Interim-Interval]
	Configurable

	ACR [Stop]
	SIP BYE message
	Configurable

	
	SIP Final Response with error codes 4xx, 5xx or 6xx, indicating termination of an ongoing session
	Configurable

	
	ISUP:REL (applicable for the MGCF)
	Mandatory

	ACR [Event]
	SIP 200 OK acknowledging non-session related SIP messages, which are:
	

	
	
SIP NOTIFY
	Configurable

	
	
SIP MESSAGE
	Configurable

	
	
SIP REGISTER
	Configurable

	
	
SIP SUBSCRIBE
	Configurable

	
	SIP Final Response (4xx, 5xx or 6xx), indicating an unsuccessful SIP session set-up
	Configurable *

	
	SIP Final Response (4xx, 5xx or 6xx), indicating an unsuccessful session-unrelated procedure
	Configurable *

	
	SIP CANCEL, indicating abortion of a SIP session set-up
	Configurable *

	
	I-CSCF completing a Cx Query that was issued in response to a SIP INVITE
	Configurable


NOTE:
SIP SUBSCRIBE with the field "Expires" set to 0 means unsubscribe. SIP REGISTER with its "Expires" header field or "Expires" parameter equal to 0 means Deregistration [14].

End of Change in Table 5.1
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