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	Reason for change:
(

	The last paragraph of text in Scope (clause 1) of TS 32.296 contains incorrect statements. 

	
	

	Summary of change:
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	The paragraph has been fully removed, because of the following: 

· The claims that “all references, descriptions, principles and requirements that are common across 3GPP TSs are defined in 3GPP TR 21.905” is incorrect

· The claims that “all references, descriptions, principles and requirements that are common across charging management in GSM/UMTS domains or subsystems are copied to clause 3 [of other TSs than 32.240]” is incorrect

· The rest of the text only contains information that is either self-evident in the 3GPP general documentation structure and/or in the charging documentation structure or available elsewhere in the document.
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2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 1

1
Scope

The present document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in 3GPP TS 32.240 [1], which provides an umbrella for other charging management documents that specify

· the content of the CDRs per domain and subsystem (offline charging);

· the content of real-time charging messages per domain / subsystem (online charging);

· the functionality of online and offline charging for those domains and subsystems;

· the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).

The complete document structure for these TSs is defined in 3GPP TS 32.240 [1].

The present document covers all internal aspects of the Online Charging System (OCS). The document contains the architecture and functions of the OCS logical components and thereby derives the functionality of the OCS interfaces. A detailed specification of interfaces between the logical OCS components is also included. The functionality of the OCS, as described in the present document, applies to all charging domains (bearer, session and service).

The interfaces connecting to the OCS (e.g. Ro, CAP) are out of the scope of the present document.

NOTE:
In the current release the present document is limited to the interface between the charging function and the Rating Function, namely Re.


End of change in Clause 1
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