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1. Overall Description:

SA5 appreciates that future NGN and wire line and wireless convergence work may encounter specification conflicts when specifications do not seem to align with each other.

SA5 has detected apparent discrepancies in the specification of the alarmStatus attribute across different ITU-T specifications.

3GPP wishes to apply ITU-T definitions in its work, however, as may be seen from the table below there are apparent conflicts.

e.g. 

· X.733 perceived severity definitions do not fully align with those in X.721 and X.731.

· X.731 specifies that the alarmStatus attribute is set valued, where as M.3100 is shows that AlarmStatus is not set valued.
These points are summarised in the table below.

	State Management CORBA solution set

TS 32.673
Rel-5 and Rel-6
	3GPP state Management Information service

TS 32.672
	M.3100
	X.721
	X.731 STATE MANAGEMENT  FUNCTION
	X.733 – perceived severity definitions

	SS supports Multi Set Valued
	The IS Sates the highest severity.

Is not set valued
	“The Alarm Status attribute type indicates the occurrence of an abnormal condition relating to an object. This attribute may also function as a summary indicator of alarm conditions associated with a specific resource. It is used to indicate the existence of an alarm condition, a pending alarm condition such as threshold situations, or (when used as a summary indicator) the highest severity of active alarm conditions.
	refers to x.731
	The alarm status attribute is set-valued and read-write. It can have zero or more of the following values, not all of which are applicable to every class of managed object.
	

	The defined Alarm Status values are provided below

	CLEARED
	
	cleared
	
	
	cleared

	INDETERMINATE
	
	ActiveReportable-Indeterminate
	
	
	indeterminate

	Critical
	
	ActiveReportable-Critical
	critica
	critical
	critical

	MAJOR
	
	ActiveReportable-Major
	major
	major
	major

	MINOR
	
	ActiveReportable-Minor
	minor
	minor
	minor

	WARNING
	
	ActiveReportable-Warning
	
	
	warning

	
	
	Active pending
	
	
	

	
	
	
	underRepair
	under repair
	

	
	
	
	alarmOutstanding
	alarm outstanding
	


2. Actions: to ITU-T SG4  group.

ACTION:
SA5 asks  ITU-T SG4 to either:
· amend their specifications to achieve consistent interpretation

· or provide SA5 with guidance on appropriate usage and interpretation.

SA5 has changed its specifications for State management (TS 32.673) to align with ITU-T M.3100 values and therefore would prefer that X.731 is aligned with M.3100
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