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1
Decision/action requested

Agree on the requirements of time synchronization between IRPManager and IRPAgent.
2
References

SP-070306 WID Study of System Maintenance by Itf-N
3
Rationale

Toagree the requirement for time synchronization for System Maintenance by Itf-N in the TR.
4
Detailed proposal

4.1
Time Synchronization between IRP Manager and IRP Agent

4.1.1
Use cases
Time Synchronization between IRP Manager and IRP Agent is necessary in many occasions, especially in performance management and notification log management. The time difference between IRP manager and IRP agent would lead to pontential problems in following use cases:

a) When parameter stopTime in the operation createMeasurementJob is later than the current time in IRP agent, performance measurement job can not be created successfully.

b) IRP manager can not obtain the performance measurement data file because the IRP Agent remove the files according to its fileExpirationTime before IRP manager get them.

c) IRP manager can not obtain the notification log it has subscribed for when the parameter loggingEndTime in the operation subScribeLog is equal or earlier than present time in IRP Agent.

d) IRP manager would mistakenly judge the link with IRP Agent as communication failure state.
4.1.2
Existing standards or de facto standards and benefits of having a 3GPP defined solution

Currently, there is no related standard or de facto standard.
This solution will enable the IRP Manager to configure the resources monitoring on EMS, and the IRPManager then can get the information of the resources on the EMS, which will contribute to rapid troubleshooting and evaluation of the health and capability of the EMS.
