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1 Decision/action requested

2 References
This proposal is based on the latest draft version of the 3GPP TS 32.280 that can be found in S5-080635.
3 Rationale

4 Detailed proposal
Annex A

AoC Use Cases

The following use cases detail call scenarios that put in use AoC services in both offline and online modes. The AoC services used are of type AoC-S, AoC-D and AoC-E.
A.1
Outgoing call with AoC information provided at the beginning and/or during and/or at the end of the call 

Alan is an IMS subscriber with AOC service(s).
A.1.1

Outgoing call with tariff provided by the charging domain

Alan makes a call from his UE:

· Alan initiates an IMS session

· The charging domain (online or offline) has the tariff for this call

· The AoC information is sent to Alan at the beginning and/or during and/or at the end of the call

· Alan receives the AoC information on his UE
A.1.2

Outgoing call with tariff provided by a remote network (PSTN or IMS) or a 3rd Party Service Provider (AS)

Alan makes a call from his UE:

· Alan initiates an IMS session

· The tariff can not be provided by charging domain (online or offline)

· A tariff information is received from the remote network (PSTN or IMS) or from a 3rd party service provider

· The AoC information is sent to Alan at the beginning and/or during and/or at the end of the call

· Alan receives the AoC information on his UE at the beginning and/or during and/or at the end of the call
A.1.3

Outgoing call with tariff provided by the charging domain in addition to an add on charge received from the remote network (PSTN or IMS) or from a 3rd Party Service Provider (AS)

Alan makes a call from his UE:

· Alan initiates an IMS session

· The charging domain (online or offline) has the tariff for this call

· An additional add on charge is received from the remote network (PSTN or IMS) or from a 3rd party service provider

· The AoC information is sent to Alan at the beginning and/or during and/or at the end of the call

· Alan receives the AoC information on his UE at the beginning and/or during and/or at the end of the call
