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* * * First Change * * *
[bookmark: _Toc169953120]8	APIs
[bookmark: _Toc536270712][bookmark: _Toc536271019][bookmark: _Toc9812496][bookmark: _Toc9812740][bookmark: _Toc67934657][bookmark: _Toc169953121]8.1	General
The following UAE capabilities are offered as APIs:
-	UAE server APIs;
The following SEAL service APIs are specified in 3GPP TS 23.434 [5]:
-	Group management server APIs;
-	Location management server APIs;
-	Configuration management server APIs;
-	Identity management server APIs; and
-	Key management server APIs.
The following SEAL service APIs are specified in 3GPP TS 23.435 [14]:
· Network slice optimization APIs based on VAL server policy,
When UAS application specific server invokes a SEAL server API directly, the UAS application specific server acting as VAL server shall interact with the corresponding SEAL server over the SEAL-S reference point for the API invocation request and response as specified in 3GPP TS 23.434 [5].
Requesting specific QoS per planned flight path/waypoint is available using Policy of needed minimum QoS per UE in the SS_NSCE_PolicyManagement API, see 3GPP TS 23.435 [14] clause 9.5.4.1.
[bookmark: _Toc536270713][bookmark: _Toc536271020][bookmark: _Toc9812497][bookmark: _Toc9812741][bookmark: _Toc67934658][bookmark: _Toc169953122]8.2	UAE server APIs
[bookmark: _Toc536270714][bookmark: _Toc536271021][bookmark: _Toc9812498][bookmark: _Toc9812742][bookmark: _Toc67934659][bookmark: _Toc169953123]8.2.1	General
Table 8.2.1-1 illustrates the UAE server APIs.
Table 8.2.1-1: List of UAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	UAE_C2OperationModeManagement API
	Manage_C2OperationMode
	UAS application specific server
	Request/ Response

	
	Notify_SelectedC2Mode (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2ModeSwitching (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2OperationModeManagementComplete (NOTE)
	UAS application specific server
	Subscribe/notify

	UAE_RealtimeUAVStatus API
	Subscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Unsubscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Notify_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	UAE_ChangeUSSManagement API
	Manage_USSManagement
	UAS application specific server
	Request/ Response

	
	Notify_USSManagementComplete
	UAS application specific server
	Subscribe/notify

	
	Manage_USSChange
	UAS application specific server
	Request/ Response

	
	Notify_USSChange
	UAS application specific server
	Subscribe/notify

	
	Notify_USSChangeTrigger
	UAS application specific server
	Subscribe/notify

	UAE_DAASupport API
	Manage_DAAManagement
	UAS application specific server
	Request/ Response

	
	Notify_DAAManagementComplete
	UAS application specific server
	Subscribe/notify

	
	Notify_DAAClientSupportEvent
	UAS application specific server
	Subscribe/notify 

	
	Manage_DAAServerSupportEvent
	UAS application specific server
	Request/ Response

	UAE_UAVDynamicInfo API
	Subscribe_UAVDynamicInfo
	UAS application specific server
	Subscribe/notify

	
	Unsubscribe_UAVDynamicInfo
	UAS application specific server
	Subscribe/notify

	
	Notify_UAVDynamicInfo
	UAS application specific server
	Subscribe/notify

	UAE_FlightPathMonitoring API
	Manage_FlightPathReportingConfiguration
	UAS application specific server
	Request/ Response

	
	Notify_FlightPathReportingConfigurationComplete
	UAS application specific server
	Subscribe/notify

	
	Notify_FlightPathEventReport
	UAS application specific server
	Subscribe/notify

	UAE_FlightRouteSupport API
	FlightRoutePlanning
	UAS application specific server, UAE client
	Request/ Response

	NOTE:	The subscribe operation for Notify_C2OperationModeManagementComplete, Notify_SelectedC2Mode and Notify_C2ModeSwitching is part of Manage_C2OperationMode


* * * Second Change * * *
[bookmark: _Toc169953153]8.2.x	UAE_FlightRouteSupport API
[bookmark: _Toc138277536][bookmark: _Toc169953154]8.2.x.1	General
API description: This API enables the UAS application specific server or the UAE client to communicate with the UAE server to send information related to creating flight path for the UAS and receive response from the UAE server containing list of waypoints which support the requested QoS and service availability.
[bookmark: _Toc169953155]8.2.x.2	FlightRoutePlanning
API operation name: FlightRoutePlanning
Description: Request the flight route for the UAS UEs based on needed QoS and service availability.
Known Consumers: UAS application specific server or UAE client.
Inputs: Refer clause 7.10.3.1.
Outputs: Refer clause 7.10.3.2.
See clause 7.10.2.1 for the details of usage of this API operation.
* * * End of Changes * * *

