3GPP TSG-SA WG6 Meeting #8
S6-150405
Anaheim, USA, 16-20 November

Title:
Close editor’s note on PCC enhancement
Agenda Item:
7.1.2
Source:
Samsung
Contact:
sungjin43.park@samsung.com
Abstract: This paper proposes to remove an editor’s note on PCC enhancement.
Discussion
PCC enhancement has been discussed in SA2. Based on the result of the discussion, SA2 may or not specify the enhancement of PCC in their specification. SA6 may consider the result of SA2 discussion. 

With the regard, PCC enhancement for bearer modification is out of scope in TS 23.179.
If necessary, SA6 may refer the appropriate text in SA2 when SA2 finishes enhancement of PCC in their specification.
Text proposal
*** 1st change ***
5.2.9.3
EPS unicast bearer considerations for MCPTT

For an MCPTT call session request, resources shall be requested utilising interaction with dynamic PCC. The MCPTT system shall request resources over Rx to PCRF. The dedicated bearer for voice shall utilise the standardised QCI value of 65 and have the associated characteristics as specified in 3GPP TS 23.203 [4]. It is required that the request of resources over Rx includes an application identifier in order for the PCRF to evaluate correct QCI.

Since the UE is required to support at minimum one (1) UM bearer which is used for MCPTT voice (see annex B in 3GPP TS 36.331 [13]), the MCPTT system shall be able to request modification of the priority (ARP) of an existing bearer without the need to initiate a new dedicated GBR bearer.


To ensure that the MCPTT service always have access to a dedicated bearer for MCPTT media it is recommended that a pre-established session is setup including a request for resources at the first MCPTT group affiliation.

This means that the PCC may multiplex MCPTT media streams from multiple concurrent MCPTT calls into one EPS bearer on one shared network priority regardless of MCPTT call priority.
NOTE 1:
A single UM bearer is used to multiplex the media streams from multiple concurrent MCPTT calls.

NOTE 2:
The sharing of a single GBR bearer for voice means that different QCI and/or ARP values are not possible for different media streams.
NOTE 3: PCC enhancement for bearer modification is out of scope in TS 23.179.
*** End of the changes ***

