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1. Introduction
This contribution proposes updates to key issue#4 and key issue#5 for the Edge Computing study.
2. Reason for Change
Key issue#4
Due to dual registration the UE may be registred in two different PLMNs; e.g. one PLMN over 3GPP access and the other one over non-3GPP access (wifi). With dual connectivity the UE may have access to more than one Edge Data Network including Application Servers. The proposal will allow the UE not only to discover an available Application Server but the optimal one.
Key issue#5

Remove the restriction to allow an Application Server to provide service(s) to be consumed by other Application Servers in different Edge Data Networks.

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.1.0.

* * * 1st Change * * * 

4.x
Key Issue x: Edge Data Network selection
A UE may have access to more than one Edge Data Network including Application Servers due to e.g. dual registration.with 3GPP access and non-3GPP access. An Edge Enabler Client in the UE needs to discover not only an available Edge Application(s) but also select the optimal Edge Data Network if more than one is available.
Open issues:

-
How to assist the Edge Enabler Client to select the optimal Edge Data Network?
NOTE: This key issue is related to key issue 4.
Editor's Note:
 The related solutions may need to be coordinated with SA2.
* * * End of Change * * * 

