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1. Introduction
This contribution proposes to remove duplicate ENs present in Session with QoS API.
2. Reason for Change
Multiple repeated ENs in information flows of Session with QoS API.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.0.0.
* * * First Change * * * *

8.6.6.3.1
Session with QoS create request

Table 8.6.6.3.1-1 describes the information elements for a Session with QoS create request from the Edge Application Server to the Edge Enabler Server. 

Table 8.6.6.3.1-1: Session with QoS create request

	Information element
	Status
	Description

	UE IP address
	M 
	The UE IP address.

	Edge UE ID
	O
	Identifier uniquely identifying the UE in the EES.

	IP flow description
	M
	The IP flow description for the application traffic.

	Requested QoS reference (NOTE 1)
	O
	Refers to pre-defined QoS information for the data session between AC and EAS (NOTE 2).

	Event list
	O
	A list of associated events to which the EAS subscribes (see 3GPP TS 23.503 [12], clause 6.1.3.18).

	Notification Target Address
	O
	Notification Target Address of the EAS where the notification is to be sent by the EES.

	DNN
	O
	DNN for the data session between AC and EAS

	S-NSSAI
	O
	S-NSSAI for the data session between AC and EAS

	Requested bandwidth (NOTE 1)
	O
	Bandwidth requested for the data session between AC and EAS

	NOTE 1:
Only one of requested QoS reference or requested bandwidth shall be provided.

NOTE 2:
The pre-defined QoS information may be configured in the EES or in the 3GPP Core Network.


Editor's note: The support of a list of alternative QoS references via the EDGE-3 reference point is FFS for both, Session with QoS create request and Session with QoS update request.

Editor's note: It is FFS which events are supported via the EDGE-3 reference point for Session with QoS create request, Session with QoS update request and Session with QoS event notification.

Editor's note: For event reporting control, the Event reporting information IE and the Frequency of reporting IE associated with the Event list are FFS for both, Session with QoS create request and Session with QoS update request.

8.6.6.3.3
Session with QoS update request

Table 8.6.6.3.3-1 describes the information elements for a Session with QoS update request from the Edge Application Server to the Edge Enabler Server. 

Table 8.6.6.3.3-1: Session with QoS update request

	Information element
	Status
	Description

	Context ID
	M
	Context identifier corresponding to the information stored for the request in the EES.

	Requested QoS reference (NOTE 1)
	O
	Refers to pre-defined QoS information for the data session between AC and EAS (NOTE 2).

	Event list
	O
	A list of associated events to which the EAS subscribes (see 3GPP TS 23.503 [12], clause 6.1.3.18).

	Requested bandwidth (NOTE 1)
	O
	Bandwidth requested for the data session between AC and EAS

	NOTE 1:
Only one of requested QoS reference or requested bandwidth shall be provided.

NOTE 2:
The pre-defined QoS information may be configured in the EES or in the 3GPP Core Network.





8.6.6.3.7
Session with QoS event notification

Table 8.6.6.3.7-1 describes the information elements for a Session with QoS event notification from the Edge Enabler Server to the Edge Application Server. 

Table 8.6.6.3.7-1: Session with QoS event notification

	Information element
	Status
	Description

	Context ID
	M
	Context identifier corresponding to the information stored in the EES during the initial session with QoS create request.

	Event report
	M
	Event reporting information as specified in clause 6.1.3.18 of 3GPP TS 23.503 [12].



