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1. Introduction
This contribution updates the description of capability exposure for enabling edge applications.
2. Reason for Change
The representation in the TS is incomplete.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.0.0.
* * * First Change * * * *
6.6
Capability exposure for enabling edge applications
The Figure 6.6-1 shows the capability exposure for enabling edge applications. 


.
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Figure 6.6-1: Capability exposure for enabling edge applications


Capability exposure includes the 3GPP core network capabilities (i.e. 5GC, EPC) exposure and the Edge Enabler Server capability exposure, to fulfill the needs of the edge service operations. The capability exposure functionality is utilized by the functional entities (i.e. Edge Enabler Server, Edge Application Server and Edge Configuration Server) depicted in the architecture for enabling edge applications.


The APIs for EDGE-2 are defined in:

-
clause 8.9.3: Capabilities utilized by the Edge Enabler Server.

The APIs for EDGE-3 are defined in:
-
clause 8.4.3.4: EAS registration APIs;

-
clause 8.6.2.4: UE location APIs;

-
clause 8.6.3.4: User plane path management APIs;

-
clause 8.6.4.4: Application client information APIs;

-
clause 8.6.5.4: UE Identifier APIs;

-
clause 8.6.6.4: Session with QoS APIs; and

-
clause 8.8.5: Service continuity related APIs.
The APIs for EDGE-6 are defined in:

-
clause 8.4.4.4: EES registration APIs.

The APIs for EDGE-7 are defined in:

-
clause 8.7: Core network capabilities utilized by the Edge Application Servers.

The APIs for EDGE-8 are defined in:

-
clause 8.9.2: Core network capabilities utilized by the Edge Configuration Server.

The APIs for EDGE-9 are defined in:

-
clause 8.4.4.4: EES registration APIs.
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