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1. Introduction
This pCR is proposed to introduce new parameters corresponding to the S6-201836, S6-201837, S6-201838.
2. Reason for Change
The subscription and notification of new event is expanding the existing UP path management event via EDGE-3, so the DNAI change is only one of the events which are more than the event ID specified in 3GPP TS 23.502.
New Events corresponding to S6-201836, S6-201837, S6-201838 are required.
3. Proposal

It is proposed to have the following changes in TS 23.558 v1.0.0.

/************************** 1st Changes *************************/

8.6.3.3.1
User plane path management event subscribe request

Table 8.6.3.3.1-1 describes the information elements for a user plane path management event subscribe request from the Edge Application Server to the Edge Enabler Server. 

Table 8.6.3.3.1-1: User plane path management event subscribe request

	Information element
	Status
	Description

	UE Identifier (NOTE 1)
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	Event ID(s) (NOTE 2)
	M
	

	> DNAI Change
	O
	DNAI Change as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	> Application context relocation monitoring 
	O
	Indicates to monitor application context relocation may be required.

	> Available target EAS 
	O
	Identifies to monitor the available target EAS for application context relocation.

	> Available application context 
	O
	Identifies to monitor the available application context for the requesting EAS.

	Event Report
	M
	Event Reporting Information as specified in 3GPP TS 23.502 [3]

	Notification Target Address
	M
	Notification Target Address of the EAS where the notification is to be sent by the EES

	Type of subscription
	O
	Indicates Early and/or Late notification to inform if the notification needs to be received before and/or after UP path configuration. 

	Indication of EAS acknowledgement
	O
	This IE indicates the EES to include indication of "AF acknowledgement to be expected" within the AF request for subscribing UP path management events to 3GPP network and that the EAS will provide an acknowledgement as a response for the notifications of UP path management events to the EES. 

	Event Filters
	O
	Indicates the conditions to match for notifying the event

	NOTE 1:
The UE identifier IE may be absent only if the request is for subscription to notifications about Available application context event only.
NOTE 2:
Atleast one of the following Event ID shall be present.


Editor's note:
The detailed applicable information in "Event Report" is FFS.

* * * Next Change * * * *

8.6.3.3.3
User plane path management event notification 

Table 8.6.3.3.3-1 describes the information elements for a user plane path management event notification from the Edge Enabler Server to the Edge Application Server. 

Table 8.6.3.3.3-1: User plane path management event notification 

	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	Event Report
	M
	Event reporting information as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	Event ID (NOTE)
	M
	

	> DNAI Change
	O
	DNAI Change as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	> Application context relocation monitoring 
	O
	Indicates application context relocation may be required.

	> Available target EAS 
	O
	Indicates target EAS for application context relocation is available.

	> available application context 
	O
	Indicates application context is available

	Event Filter Information
	O
	The conditions matched for notifying the event.

	NOTE :
Atleast one of the following Event ID shall be present.


* * * Next Change * * * *

8.6.3.3.4
User plane path management event subscription update request

Table 8.6.3.3.4-1 describes the information elements for a user plane path management event subscribe request from the Edge Application Server to the Edge Enabler Server. 
Table 8.6.3.3.4-1: User plane path management event subscription update request

	Information element
	Status
	Description

	Subscription ID
	M 
	The identifier of the subscription to be updated.

	Event ID(s)
	O
	

	> DNAI Change
	O
	DNAI Change as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	> Application context relocation monitoring 
	O
	Indicates to monitor application context relocation may be required.

	> Available target EAS 
	O
	Identifies to monitor the available target EAS for application context relocation.

	> Available application context 
	O
	Identifies to monitor the available application context for the requesting EAS.

	Event Report
	O
	Event Reporting Information as specified in 3GPP TS 23.502 [3]

	Type of subscription
	O
	Indicates Early and/or Late notification to inform if the notification needs to be received before and/or after UP path configuration. 

	Indication of EAS acknowledgement
	O
	This IE indicates the EES to include indication of "AF acknowledgement to be expected" within the AF request for subscribing UP path management events to 3GPP network and that the EAS will provide an acknowledgement as a response for the notifications of UP path management events to the EES. 

	Event Filters
	
	 Indicates the conditions to match for notifying the event


/*********************** End of Changes **********************/

