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* * * First Change * * * *

[bookmark: _Toc9812458][bookmark: _Toc9812702][bookmark: _Toc51856373]9.9.2.1	Get V2X UE service discovery request
Table 9.9.2.1-1 describes the information flow get V2X UE service discovery request from the VAE client to the VAE server and between VAE servers.
Table 9.9.2.1-1: Get V2X UE service discovery request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE requesting the service discovery information.

	V2X UE location information
	O
	Location information of the V2X UE




* * * Next Change * * * *

[bookmark: _Toc50599496][bookmark: _Toc51874934]9.9.x	V2X service discovery across multiple V2X service providers
[bookmark: _Toc9812461][bookmark: _Toc9812705][bookmark: _Toc51856376]9.9.x.1	General
This clause describes the procedure for V2X UE (having V2X application subscription with V2X service provider A) obtaining the V2X UE service discovery information (offered by V2X service provider B) while in the service area of V2X service provider B.
[bookmark: _Toc9812462][bookmark: _Toc9812706][bookmark: _Toc51856377]9.9.x.2	Procedure
The procedure for V2X UE obtaining the V2X UE service discovery across multiple V2X service providers is illustrated in figure 9.9.x.2‑1.
Pre-conditions:
1.	The V2X UE has connected to the VAE server 1 of V2X service provider A with whom the V2X UE has a V2X application subscription with.
2.	The V2X UE is in the service area of the VAE server 2 operated by V2X service provider B.
3.	The service area and VAE server 2 mapping information of V2X service provider B is available at VAE server 1 of V2X service provider A.


Figure 9.9.x.2-1: V2X service discovery across multiple V2X service providers
1.	The VAE client sends a get V2X UE service discovery request to the VAE server 1 for obtaining V2X UE service discovery information with V2X UE ID and current V2X UE location.
2.	The VAE server 1 determines, based on the V2X UE location that the V2X UE is in the service area operated by the VAE server 2 of the V2X service provider B. The VAE server 1 sends the get V2X UE service discovery request to the VAE server 2 to get the V2X application server information for the V2X UE. The V2X UE location is included in the request.
3.	The VAE server 2 determines the local V2X application server information based on UE location, and sends get V2X UE service discovery response to the VAE client. This message carries the local V2X application server information.
4.	The VAE server 1 forwards the get V2X UE service discovery response to the VAE client. The VAE server 1 may further subscribe the information or event of the V2X UE from the local V2X application server which will serve the V2X UE.
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